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SECTION 15 



M980 INTERFACE SOFTWARE SELECTION 

The M980 contains several software packages to interface the M980 to peripheral equipment. This interface 
may be directly from the M980 (example: 9812 TTY or 9814^Parallel l/0)^or via additional hardware (example: 
9811 with M301 Paper Tape Reader, or 9818 with rv1304 R3232C adapter). 

The 9812 TTY Interface uses the 9 Pin "D"-type connector located on the front panel to interface directly to 
many 20 milliamp TTY machines (ASR-33)._The 9814 Parallel I/O uses the 25 Pin^pMype^connec^tor to 

interface to inteiiigeni equipmeru Via a i 1 1_ raianei i/v^ i.di.«c..ur.w ...wv,. .a^ — - . .i 

drive and read from the M301 Paper Tape Reader or M304 RS232C adapter. 

The M980 interface type and format are selected via the hex keyboard. After RESET, the depression of keys 1 

2 4 or 8 selects either the 9811 9812 981 4 or 981 8 software routines. The interface type selected is displayed 

in the left-most displays. In the'right-most displays a default format number is displayed. The user may elect to 

use the default format or choose any one of the formats listed at the end of this section. (See SECTIONS 17 

through 20 for detailed descriptions of the various formats available for each interface.) 

The following is a step-by-step example of the key strokes required for selecting a format: 



Select the switches as shown. Connect and acti- 
vate the interface to be selected. The 9811 is act 
vated by connecting the M301, turning ON the 
M301 Power and the Reader head. The 9812 is 
activated by plugging in the RC12 TTY cable or 
jumpering Pin 2 to Pin 8 on the 9-pin "D" type 
connector. The 9814 is activated by pulling inter- 
lock low on the 25-pin "D" type connector. The 
9818 is activated by plugging in the M304, pulling 
DTR or CTS high, turning M304 ON-LINE and/or 
Modem ON. (See appropriate section for more 
detailed information.) 



9 npnrPRR RESET. The'8 hex displays are blank. 



MFG 
MODE 



AUDIO 



MASTER BUFFER COPY 









3 Depress 1 for 9811, 2 for 981 2, 4 for 9814, or 8 for 
9818 (Example isfor9818RS232C.) The interface 
selected is displayed in the left-most displays and 
""■'" is displayed in the right-most displays. 



'01' 



00E0 



8J19JM1|J 



HIHHE 
11E10E 






981 8 Interface 



Default Format 



If the default format is desired, go to step 5. If a 
new format is required, use the hex keyboard to 
key in a new format number. (See format number 
listing at the end of this section.) 
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981 8 Interface 


Intel Form 


at 
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5. Depress ENTER. The displayed format will be 
accepted. The display will show the format 
number and "AAA" for active. The interface is 
now active to receive information remotely. When 
remotely interfacing with the M980, any output of 
data will be indicated by a "0" in the left-most 
display. Any input of data will be indicated by a 
"1 " in the left-most display. Upon completion, the 
"0'' or ''1" will be removed from the display. The 
interface and format will remain active until the 
M980 is reset. In formats that use checksums, an 



'ETC" ^^^^, 



.:ii -i:__ i-i_ 



d ! iji w!ii t ii.'Sric 11).^ ![!>-! ifirm^ii isnni t-v\i i *->■< ic 



depressed. 



F=?1 




Intel Format 



Active 




uuipui mteihormat Active 



Intput Intel Format 



Active 



. I ui owme luiiiiaio — mu&t; iiOi inquiring iriai me 
address information be sent over the interface — 
the user may elect to define the Buffer address 
limits via the hex keyboard. If local address field 
definition is desired, continue. 



7. Depress ENTER. The First and Last Addresses of 
the Buffer are displayed. 



ENTER 



First Address 



Last .Ad dress 



8. If the entire contents of the Buffer are to be oper- 
ated on, go to step 9. For a limited field, use the 
hex keybaord to key in a new Start and End Ad- 
dress field for the operation. 



0ESS 



0B0[i] 



LU 



HJiLilLU 



[oiB@a 




start Address 



End Address 



Depress ENTER. This initiates the format 
selected over the indicated address range. A zero 
or 1 is displayed in the left-most display to indi- 
cate output or input as described in step 5. 




Output Intel Format Active 



Input 



Intel Format Active 
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INTERFACE FORMAT NUMBERS 



9811 PAPER TAPE READER 


NUMBER 


DESCRIPTION 


00 


ASCII Hex Local — Duplicate 


01 


ASCII Hex Local — Compare 


02 


BNPF Local — Duplicate 


03 


BNPF Local — Compare 


04 


BINARY Local — Duplicate 


05 


BINARY Local — Compare 


06 


INTEL MDS — Duplicate 


07 


INTEL MDS — Compare 



9812 TTY 


NUMBER 


DESCRIPTION 


02 


Data Only - 


- Remote Duplicate, List, Program, Compare 



9814 PARALLEL I/O 


NUMBER 


DESCRIPTION 


00 
01 
02 


Parallel 
Parallel 
Parallel 


— Remote Read, Program (Slave) 

— Master Write 

— Master Read 
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9818 RS232C 


NUMBER 


DESCRIPTION 


00 


Pro-Log Local Program/Remote : P = Program 


01 


Pro-Log Local Scroll/Remote : S = Scroll 


02 


Pro-Log Local List/Remote : L = LIST 


03 


Pro-Log Local List/Remote : M = LIST 


04 


Pro-Log Local List/Remote : N = LIST 


05 


Pro-Log Local List/Remote : X = LIST 


06 


Pro-Log Local : Program w/CR, LF 


n-7 


1 \ fyneye^tr^r^/rtM 


u/ 


Wl ICIOOI^ 1 l^U 


08 


Unassigned 


09 


Unassigned 


10 . 


INTEL Remote : Program 




INTEL Remote : L = List 




INTEL Local : List 


11 


INTEL Remote : Program Ack/Nak 




INTEL Remote : L = List 




INTEL Local : List 


12 


INTEL Remote : Program 




INTEL Local : List w/Contro! Z 




INTEL Remote : L = List 


13 


Reserved for INTEL 


14 


TEK HEX Remote : Program 




TEK HEX Local : List 




TEK HEX Remote : L = List 


15 


Reserved for TEK HEX j 


16 


MOTOROLA Remote : Program 




MOTOROLA Local : List 




MOTOROLA Remote : L = List 


17 


Reserved for RCA 


lO 


MOS Technology Remote : Program 




MOS Technology Local : List 




MOS Technology Remote : L - List 


19 


Reserved for Fairchild 


20 


Reserved for Signetics 


21 

1 


Unassigned 

1 


99 


1 
Unassigned 



15-4 



SECTION 16 



9103A U.V. ERASE LIGHT 



Model 9103A is an ultraviolet erase lamp designed to accommodate a quantity of UV Eraseable PROMs. The 
unit consists of dual high intensity UV lamps mounted in an enclosed case with hinged lid and safety interlock, 
a presettable 0-60 minute timer, ON and OFF controls, and AC power connector. 

Mode! 9103A is designed as an accessory to the Series 90 PROM Programmer attache case. 

Mode! 9103A^-1 is a stand-alone erase li'^ht unit with a 6-foot ^ower line cord. 

Model 9103A-2 is a stand-alone erase light unit with a 6-foot power line cord for 230V. 

FEATURES 

• Automatic Shut-off with Presettable Timer 

• Mounts in Programmer or Stand-alone 

• Interlock prevents Eye Exposure to UV 

• Safety View Hole to Check Lamp 

• Conductive Foam Pad holds Ten 24-pin DIPs 





Figure 16-1 9103A 
(Mounted In the M980 Programmer Case) 



Figure 16-2 9103A 
UV Erase Light 



PHYSICAL CHARACTERISTICS 

• Housed in an 11.5 in. (29.2 cm.) by 3.5 in. (8.9 cm.) by 4 in. (10.2 cm.) aluminum case. 

• Weight: 2.5 pounds 

• Conductive foam pad for EPROMs is 3.5 in. (8.9 cm.) by 2.5 in. (6.4 cm.) and accepts up to ten 24-pin dual-in- 
line packages or equivalent. 

CONTROLS 

. TIMER SET is a rotary control at the top rear of the unit that adjusts the UV lamp on-time from 0-60 minutes. 
The control is continuously variable with dial markings in 15-minute increments. Timer set can be adjusted 
during operation to lengthen or terminate erasure. Lamp power is removed when the control reaches zero. 

. LAMP ON/OFF: LAMP ON (black push button) starts the UV lamp, only if the timer has been set to the de- 
sired erase time first (see table). LAMP OFF (red push button) can be used to remove lamp power. 

. SAFETY INTERLOCK is an internal switch that removes lamp power when the chamber lid is raised. The 
lamp must be restarted using LAMP ON after reclosing the lid. 
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9103A OPERATING INSTRUCTIONS 

1 . Proper PROM erasure is the result of timed exposure to a UV light source of critical wavelength and inten- 
sity. 

2. PROMs that are inadequately erased retain partial changes that may affect the data pattern later. The condi- 
tion of inadequate erasure is often not detectable when the PROM is re '^ro'^ rammed. 

3. Use the Recommended Erase Time table (below) as a minimum timer setting for your PROM type. 

4. Place up to ten 24-pin PROMs on the conductive foam pad. PROMs must lie flat on the pad, with the erase 
window up. I o decrease erase time and for added convenience, additional foam pads are included. PROMs 
to be erased are placed on the loose pad (see Recommended PROM Arrangement diagram below) and then 
the pad is placed on top of the fixed pad in the 9103A. This places the PROMs closer to the lamp and shor- 

It is essential to accurately place the pad containing the PROMs above the fixed pad to achieve the erasing 
times in the table below. Finally, cleanliness of the PROM window is essential. 

5. Close the lid, set the timer, and hold the LAMP ON button down until a blue glow is observed through the 
view hole near the lid knob. Unit operation will then be automatically terminated by the timer. 

6. If the lid is raised before the timer stops the 9103A, LAMP ON must be used to restart the lamp. Readjust 
timer setting if necessary. 

7. Replace the UV lamp yearly with normal use to maintain maximum intensity, or test the lamp with a UV in- 
tensity meter such as the Ultra Violet Products Model J-225, Spectronics DM-254N, or equivalent. 



Recommended Erase Times 


Minutes 


10 


15 


30 




1702 A 


1702 


All 2708's 




3702 


5202A 


TMS2508, Intel 2758 


Device 


4702A 


5203 


Intel 2716 (and compatible) 


Type 


8702A 


5204 


TMS2716 (all versions) 




9702 


6834 


8741, 8748, 8755, 8755A 




58536S 




IM6603/04, IM6653/54 
TMS2532, Intel 2732, 2732A 
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Figure 16-3 
Recommended Erase Times 



Figure 16-4 
Recommended PROIVI Arrangement 



LAMP CHARACTERISTICS 

• Unfiltered short wave ultraviolet light 

• A = 254 nanometers (2540 Angstroms) 

• Lamp type: UVS-11 or Spectonics 2537S, 5500 juW/cms (2 required; 

POWER REQUIREMENTS 

115VAC, 60Hz, 0.20 ampere 



CAUTION 

ULTRAVIOLET LIGHT IS HARMFUL TO EYES AND OTHER TISSUE. DO NOT DEFEAT THE PURPOSE OF 
THE 9103A LID INTERLOCK OR OPERATE UNIT IF THE INTERLOCK IS DEFECTIVE. 
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SECTION 17 



9811, PAPER TAPE READER 



9811, PAPER TAPE READER 



— . .*««« rtrm -.^ — ^r, ;«+«i.fcioQ vAiith tho iwi-'^m PflDfir TaDG Reader (PTR). 

I ne iViaOU »0 l l mi UViuco an II lid iuv/'- ....... ^. .« ^ . . _, — - - ,- 



With the M301 PTR, the M980 can input data at a rate greater than 100 characters per second for use in the 
Duplicate or Compare Modes. 




Figure 17-1 M301 Paper Tape Reader 



PAPER TAPE CONNECTOR (PARALLEL INTERFACE) 

The M301 PTR connects to the M980 programmer via the 25-pln "D"-type connector located in the center of 
the programmer control panel. 

The connector provides four drive lines for reader stepping control, eight data lines, one sprocket line, and 
logic power connections. 



M301 



PAPER TAPE 
READER 



J 



DATA 
8/ 
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SPROCKET 



STEP CONTROL 
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LU 
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w 
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Figure 17-2 Paper Tape Reader Interface 
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PAPER TAPE CONTROLS 

The M301 reader has two switches, READER POWER and READER ENABLE. 

READER POWER Switch: A rocker switch on the top side of the reader chassis, it controls the power supply 
for the reader stepping motor. 

READER ENABLE Switch: A rocker switch on the front of the reader mechanism, it enables the light source for 
the photo-reader in the ON position. 

KEY 1 : Interface selection key that puts the system into the PTR operating sequence. Active after Power ON or 
RESET. 

DADCD 

Reader Ready: A red indicator located on the reader mechanism. Indicates reader ready condition. 
PAPER TAPE FORMATS 

ASCII Hex Format (9811-00/01) requires 8-level, ASCII data coding where only the hexadecimal characters 
represent data to be operated on. 



•*— RECORD START CHAR 
-5— MSD 




Figure 17-3 ASCII HEX Format 



ADDRESS: Address information must not be on the tape. The M980 keeps sequential address count for each 
location operated on. 

8-BIT DATA- Each 8-bit location to be operated on requires two sequential ASCII hex characters on the tape. 
Non-hex characters are allowed and ignored but must not occur between the two hex data characters to be 
programmed. 

4-BIT DATA: Each ASCII hex character on the tape is loaded to the lower half of the Buffer; the upper half is 
unaffected. 

START CHARACTER: The ASCII character asterisk (*) mustoccuras the start character at the beginning of 
the data stream. Header information is allowed on the paper tape, if it precedes the asterisk start character. 

END CHARACTER: The Tape Read operation can be terminated by the ASCII character slash (/). 
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ASCII BNPF format (981 1-02/03) requires 8-level ASCII data coding where the characters B, N, P, and F are 
used to encode and control binary data words. Other characters are allowed on the tape but must not occur 
within the data word. 



WORD START CHAR 

8 BIT WORD (P=HIGH, N=LOW) 

WORD END CHAR 



NPNPPNPNF 




• • • • 



• • 



• • • •• ••• 

• • • • •••••• 




k Z ] 8 4 2 



HSD 

5 



LSD 

A 



Figure 17-4 ASCII BNPF 



ADDRESS: Address information must not be on the tape. The M980 keeps sequential address count for each 

location operated on. 

8-BIT DATA: Eight ASCII P's or N's preceded by a B and followed by an F. 

4-BIT DATA: Four ASCII P's or N's preceded by a B and followed by an F. 

Binary Tape Format (9811 -04/05) requires 8-level, binary characters on punched tape. 




Figure 17-5 Binary Tape Format 

ADDRESS: Address information must not be on tape. The M980 keeps sequential address count for each 

location operated on. 

8-BIT DATA: Each 8-bit location is represented by an 8-bit binary character on tape. All binary combinations 

are legal for data. 

4-BIT DATA: Only the lower four bits are stored; the upper half of the Buffer is unaffected. 

START CHARACTER: The ASCII character "delete" must occur at the beginning of the data stream. Header 

information is allowed on the paper tape, if it precedes the "Delete" character. (Note that "delete" is all holes 

punched.) 

ENDING CHARACTER: There is no ending character; the reader continues until the end of the defined field, 

even if blank tape is installed. 



17-3 



INTEL MDS Format (9811-06/07) provides an interface to the Pro-Loq M301 ptr for roaHinn Mr>s *'^^-a+ 
paper tapes. 



FRAME RECORD MARK 



-LSD— 1 ''^^Of'^ LENGTH 



-MSD— 



STARTING ADDRESS 



1 2 3 4 5 6 7 
III III 




• X X X X X X 

••xxxxxx 

• xxxxxx 




• xxxxxx 

• xxxxxx 

• •X X X X xx«« 

••xxxxxx** 
••xxxxxx 



CHECKSUM 



Figure 17-6 MDS Format 



MDS-ASCH HEX Format requires 8-level, ASCII data coding where only the hexadecimal characters repre- 
sent data to be operated on. 

ADDRESS: Starting at the tape-defined address, the M980 keeps sequential address count for each location 
operated on until byte count is exhausted, at which time a new line is searched for. If a Compare error occurs 
RAM address and tape data are displayed until ENTER key is depressed, at which time comparing continues.' 
8-BIT DATA: Each 8-bit location to be operated on requires two sequential ASCII hex characters on tape 
Non-hex characters are allowed and ignored but must occur as a start character at the beainnina nf thA hinrw 
stream. Header information is allowed on the paper tape, if it precedes the start charac'ter. 



Frame 

Record Mark = ASCII colon (:) marks the start of a record block. 

Frames 1 and 2 

Frame 1 = High Order Digit 
i-rame 2 = Low Order Digit 
Record length in hexadecimal count of data bytes in this record block. 

Frames 3 through 6 - Load Address 

Frame 3 = High Order Digit 

Frame 6 = Low Order Digit. 

The first data byte will load at this address; next byte in ascending order, etc 

Frames 7 and 8 - Record Type 

At this time, all record types are 00. This field may be used for future expansion. 

Frames 9 upwards 

These are for data digits. Each pair represents one 8-bit data byte in hexadecimal. 

Final 2 Frames 

These are the checksum. The checksum is the negative of the sum of ail 8-bit bytes in the record evaluated 

modulo 256. The sum of all bytes In the record added to the checksum should be zero. 
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PAPER TAPE OPERATING SEQUENCES (9811-00 through —05 only) 

DUPLICATE operating sequence: In the Duplicate operations (00, 02 or 04) data from the paper tape is 
programmed into the RAM Buffer in the following sequence: 

1 Mount the paper tape, with the pattern to be programmed, on the M301 reader. Note that the tape is loaded 
with the Bit 1 (b1) row of holes closest to the unit, and feeds from left to right. 

2. Turn the Reader Power and Reader Enable switches ON. 

3. Depress RESET, the displays are blank. 

4. Depress Key 1, "9811—00" is displayed. 

5. Key in new format (02 or 04) if desired. 

6. Depress ENTER, the First and Last Addresses of the Buffer are displayed. 

7. Key in new Start and End Addresses for operation, using the hex keyboard. 

n r^ i-M-rr-r> 4.U-. ^:/>^i«w ii-iHi^o+oe "1 PP AZiA" fnr Inni it-Fnrmflt-Antivft 

9 When completed, the display shows "9811— FF" for paper tape format. NOTE: FF = default format "00" or 
format keyed in during step 5. After "9811— FF" is displayed, a new format can be keyed in (example: 
Compare "01"). 

COMPARE operating sequence: In the Compare operations (01, 03 or 05) data from the paper tape is 

compared with the RAM Buffer in the following sequence: 

1 . Mount the paper tape with the pattern to be programmed on the M301 reader. Note that the tape is loaded 

with the Bit 1 (b1) row of holes closest to the unit, and feeds from left to right. 
z. I urn trie neautii ruWcr anu ntjauci i^nuui^ ^wnv^iiw^ w... 

3. Depress RESET, the displays are blank. 

4. Depress Key 1, "9811—00" is displayed. 

5. Key in new format (02 or 04) if desired. 

6. Depress ENTER, the First and Last Addresses of the Buffer are displayed. 

7. Key in new Start and End Addresses for operation, using the hex keyboard. 
8 Depress ENTER, the display indicates "0 FF AAA" for Output-Format-Active. 

9. When completed, the display shows "981 1 -FF" for Paper Tape Format. NOTE: FF = default format 00 or 

format keyed in during step 5. 
If a Compare error occurs, RAM address and tape data are displayed until ENTER key is depressed, at which 
time comparing continues. 

PAPER TAPE OPERATING SEQUENCES (9811—06 and 07) 

DUPLICATE operating sequence: In the Duplicate operation (06), data from the paper tape is programmed 
into the RAM Buffer in the following sequence: 

1 . Mount the paper tape with the pattern to be programmed on the M301 reader. Note that the tape is loaded 
with the Bit 1 (b1) row of holes closest to the unit, and feeds from left to right. 

2. Turn the Reader Power and Reader Enable switches to the ON positions. 

3. Depress RESET, the displays are blank. 

4. Depress Key 1, "9811—00" is displayed. 

5. Key in "06" using the hex keyboard. 

6 Depress ENTER the display indicates "1 06 AAA" for Input-Intel MDS-Active. 

7. When completed, the display shows "9811—06." NOTE: When "981 1—06" is displayed, a new format may 
be keyed in (example: Compare "07"). 

COMPARE operating sequence: In the Compare operation (07) data from the paper tape is compared with the 
RAM Buffer in the following sequence: 

1 . Mount the paper tape, with the pattern to be programmed on the M301 reader. Note that the tape is loaded 
with the Bit 1 (b1) row of holes closest to the unit, and feeds from left to right. 

2. Turn the Reader Power and Reader Enable switches ON. 

3. Depress RESET, the displays are blank. 

4. Depress Key 1, "9811—00" is displayed. 

5. Key in "07" using the hex keyboard. 

6 Depress ENTER, the display indicates "0 07 AAA" for Output-INTEL MDS-Active. 
7. When completed, the display shows "9811-07." NOTE: When "9811-07" is displayed, a new format may 
be keyed in. 
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ERROR INDICATION 

If a Checksum error should occur during Duplicate operation, an "E6" is displayed. A warbling tone sounds if 
the Audio switch is ON. 

If a Compare error occurs, RAM address and tape data are displayed until ENTER key is depressed, at which 
time comoarina continues. 
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SECTION 18 



9812-02 TTY INTERFACE 



9812 Auto-Baud TTY 

The 9812 to the M980 programmer provides an ASCII hex coded TTY interface with automatic baud rate 
selection from 1 to 300 baud. 



_ n-a+a Do+o Panno- 1 tn f^nO haud. 



Auto-Baud 

• Auto-baud sense character: Carriage Return or any character with an odd hex code (b, u, h, m...i, ;3, oeic). 

Electrical Interface (Serial Interface Connector) ...oov/ 

• Keyboard input: Polar, 20 mA; input resistance 5.1 kO; open circuit voltage (pins 5 and 9 to pm 4); 18.2V 

maximum. . x ■ i- «u 

• Printer output: Polar, 20 mA; output resistance 220 ohms; output current forcmg compliance voltage 

+5.8V maximum. . ^ . , x ,^« a 

• Relay Driver: Connector pin 1 supplies -12.4V to relay coil; connector pm 6 sinks up to 60 mA maximum 

relay coil current. 




/T>i»'* ^i s^*V\ ■ *^' " "^ >'^ y vS'^^»'^'»">«i»«s^^\-^\" "'~"'«' r NC"^~^i%i^^-ir ^1. ^ - c'*i *s -"~"v, 



#> 




Figure 18-1 M980 with TTY 

TTY CONTROLS AND INDICATORS 

Mode Switch: A three position rotary switch located to the lower right of the TTY keyboard. 

• LOCAL position allows local TTY control. 

• OFF position disables the TTY. 

• LINE position allows remote control of the TTY and is the settmg for operating with the M980 
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READER CONTROL SWITCH: A multi-position switch located on the TTY Paper Tape Reader. Manual and 

/-vuiUi I idiio I cavjcji o iidvc uiiicidii. CuniiOiS. 

Manual Reader: A three position lever switch. 

• ON is the reader on position 

• OFF is the reader off position 

• FREE is the position for loading and unloading paper tape 

Auto Reader: A four position lever switch. 

• MANUAL START is a momentary contact to start the reader in Local. 

• AUTO is the normal position for remote operation. 

• MANUAL STOP is a momentary contact to stop the reader in Local. 



Punch Controls: Four push-buttons located on the punch. 

• ON enables the punch. 

• OFF disables the punch. 

• RELEASE disengages the punch drive for tape loading. 

• BACK SPACE moves tape backward one character. 

TTY PAPER TAPE FORMAT (9812-02) 

Requires 8 level, ASCII data coding where the hexadecimal characters represent data to be operated on. 
When a tape is generated in the List Mode the actual format becomes: Data, Space, Data... with sixteen 
locations followed by a Carriage Return and Line Feed. 

ADDRESS: Address Information must not be on the tape. The M980 keeps sequential address count for each 
location operated on. 

8-BIT DATA: Each 8-bit location to be operated on requires two sequential ASCII hex characters on tape. 
Non-hex characters are allowed and ignored but must not occur between the two hex data characters to be 
programmed. 

4-BIT DATA: Each 4-bit location to be operated on requires one ASCII hex character on tape. Non-hex 
characters are allowed and ignored. 

ENDING CHARACTER: The data stream can be terminated by the ASCII character slash {/) if less than a full 
PROM is to be operated on. 

TTY KEYBOARD COMMANDS 

Commands to the M380 from the TTY keyboard consist of a 4-digit hex Start Address followed (without 
spaces) by a 4-digit hex End Address, followed by a single letter command which designates an operation. 

The Start and End Addresses define the portion of the RAM Buffer to be operated on. This may be as small as 
one location, in which case the Start and End Addresses are the same, or as large as the entire Buffer. 

After the user types the desired Start and End Addresses, the M980 types a space and waits for one of the 
following single letter operation codes: 

L = List (M980 — TTY) 
P = Program (TTY — M980) 
D = Duplicate (Tape — M980) 
C = Compare (Tape — M980) 
T = Tape Punch (M980 — Punch) 

The M980 can operate without a Personality Module installed. The PROM data width (generally 4 bits or 8 bits) 
is defined by the Personality Module, which in turn defines the width of the RAM Buffer. 

If no Personality Module is installed, the data width is 8 bits. If a 4-bit Personality Module is installed, the M980 
regards one Buffer location as a 4-bit word, which is the equivalent of one hex character. Thus the M980 prints 
and accepts one hex character per Buffer location with 4-bit Personality Modules. The four Least significant 
Buffer bits are used at each location. 

8-bit Personality Modules establish an 8-bit data width (one byte) for the Buffer. Thus the M980 prints, and 
accepts two hex characters per Buffer location when an 8-bit Personality Module is installed. 
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TTY 
KEY 



D 



MODE 



LIST 



PROGRAM 



DUPLICATE 



COMPARE 



T 



TAPE 
PUNCH 



9812-02 OPERATION 



Prints the content of the Buffer from the Start address to the End Address. 

Sixteen Buffer locations are printed on each line, with the content of each 
location separated by a space. Leading spaces are inserted on the first line to 
maintain the hex address orientation of the printout. Buffer memorv nan9s are 
separated by a blank line. 

Loads the Buffer from the Start Address to the End Address with hex data typed 
from the TTY keyboard. 

The current Buffer Address is printed by the M980, followed by a Space. The 
user then types the hex data to be loaded into the Buffer, and the m980 res- 
ponds with Carriage Return-Line Feed and proceeds to the next Address. 



Loads the Buffer with ASCM-hex data from a paper tape. 

The M980 recognizes all ASCII-hex characters as data and stores them se- 
quentially beginning at the Start Address and finishing when End Address or a 
/(slash) is reached. Non-hex characters are ignored. 



Compares Buffer content to paper tape ASCII-HEX data. 

The tape data is compared Address by Address to the data in the Buffer begin- 
ning at the Start Address and finishing at the End Address or a / (slash) is 
reached. 



This Mode is similar to List but is used with the Tape Punch turned ON. A 64- 
character leader and a second • (Asterisk) precedes the data printout, which is 
followed by additional leader. Tape memory pages are separated by 16 null 
Characters to improve readability of the paper tape. 



Figure 18-2 Operating Modes 



TTY OPERATING SEQUENCES (DATA ONLY) 9812-02 

The TTY takes control of the M980 whenever the following sequence is followed. 

1. Connect TTY machine to 9 Pin "D"-type connector as shown on Figure 18-1. 

2. Depress RESET on M980. The 8 hex displays are blank. 

3. Depress Key 2. 9812-02 is displayed. 

4. Depress ENTER. The display will show "A 02 AAA" for Auto-Baud. 

5. Send OR from TTY. The M980 responds with a OR, LF, Asterisk (•), and displays"02 AAA". 

At this point, the user has established contact with the M980 and has selected the Format and Baud rate. 
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LIST OPERATING SEQUENCE: 

1 . Type in the hex characters that define the Starting and Ending Addresses of the field to be listed, from the 
TTY keyboard. 

2. The TTY responds with a Space (SP). 

3. Type in an "L" (upper case). The TTY does a CR, LF, and begins to automatically list the Buffer contents 
over the previously defined Address field. The display shows "0 02 AAA" to indicate Output-02 Format- 
Active. 

!f it is desired to punch a tape, the Punch should not be turned ON after the entry of the last character in the 
field definition. This ensures that the field information will not be on the tape where it would be interpreted 
as valid data. 

^. .viiwii iiiv^ 1 1 I , ^iA\j,,\^^ iiiw ».^inj wi II n:^ insivj, II uv^oo a vjpaoc ^or j, oiaoii {/ j , '^n, i_r . 

EXAMPLE Of 9812-02 List: 

00000013 L 

00 01 02 03 04 05 06 07 08 09 OA OB OC OD OE OF 

10 11 12 13/ 



PROGRAM OPERATING SEQUENCE: 

1 . Type in hex characters that define the Starting and Ending Addresses of the field to be listed, from the TTY 
keyboard. 

2. The TTY responds with a Space (SP). 

3. Type in a "P" (upper case). The TTY does a CR, LF, and prints the First Address and another Space (SP). 

4. Type in the data to be programmed, IVISD first, the M980 responds with a CR, LF, and prints the next sequen- 
tial Address. 

5. When the End Address is reached, the TTY does a Space (SP), Slash (/), CR, LF. 

EXAMPLE of 9812-02 Program: 
01000106 P 

0100 00 

0101 01 

^\^no no 

0103 03 

0104 04 

0105 05 

0106 06 / 



DUPLICATE OPERATING SEQUENCE: 

1. Load the paper tape to be duplicated on the TTY Paper Tape Reader. 

2. Place the Paper Tape Reader Control Switch in the AUTO position. 

3. Type in the hex characters that define the Starting and Ending Addresses for the field to be Duplicated from 
the TTY keyboard. The TTY responds with a Space (SP). 

4. Type the letter "D" (upper case) on the TTY keyboard. The reader begins to read the data information. The 
M980 automatically increments the Address. (If the TTY is not equipped with a modification for Tape 
Reader Control, it must be manually started at this point.) 

5. The Duplicate operation ends with the TTY printing a Slash (/), CR, LF. 

EXAMPLE of 9812-02 Duplicate: 
000003 FF D/ 
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COMPARE OPERATING SEQUENCE: 

1. Load the paper tape to be compared to the Buffer. 

2. Place the Paper Tape Reader Control Switch in the AUTO position. 

3. Type in the hex characters that define the Starting and Ending Addresses for the field to be compared from 
the TTY keyboard. The TTY responds with a Space (SP). 

4. Type the letter "C" (upper case) from the TTY keyboard. The Reader begins to read the data information 
and compares it to the data in the Buffer, one Address at a time from Start to End. (If the TTY is not equipped 
with a modification for reader tape control, the Reader should be manually started). The M980 automati- 
caliy increments the Address. If the data on the tape and the Buffer data do not compare, the TTY prints the 
Buffer Address and data. The Compare operation does not stop on non-compares. 

5. The Compare operation ends with the TTY printing a Slash (/), CR, LF. 

EXAMPLE of 9812—02 Compare: 

000007 FF C 

0100 D9 Location 0100 does not compare with the tape. 

/ Data shown is from Buffer. 

TTY ERRORS 

If a Duplicate or Compare error occurs, and the Paper Tape Reader modification is not installed, the tape 
continues to step and the M980 displays the address and data of the tape. The tape runs until the end and the 
M980 ignores any information past the error location. 

"E5" is displayed if the TTY cable is not connected when the Interface is selected. 

"E6" isdisplayed if the Baud rate of the CR sent is below 1 Baud (possibly a shorted cable) or above 300 Baud. 

Any non-hex character sent during the address field definition will cause the M980 to respond with a ?, CR, LF. 
The address field may now be redefined. 

Any non-hex character sent during the address field definition causes the M980 to respond with a CR, LF, and 
reprint the Current Address to be programmed, and a Space (SP). 
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TTY OPTIONS AND MODIFICATIONS 

The TTY interface requires the following options and modification in the teletype unit: 

1. 20 milJiamp current loop option 

2. Full duplex option 

3. Remote reader control modifications 

The 20 milliamp current loop and the full duplex connection are options available on the teletype unit. The 
remote reader control requires the addition of a 12 to 15 volt DC relay capable of switching the high voltage 
reader circuit inside the TTY. 

A number of mini-computers specify a similar interface; thus, many teletypes already have the required 
configuration. Detailed instructions for modifying a TTY to this configuration are given in the following 
paragraphs. 

REMOVING THE TTY HOUSING 

It is necessary to remove the TTY housing to inspect or modify the TTY options. 

1. Unplug the TTY from any power source. 

2. Remove the roll of TTY printer paper from its cradle. 

3. Remove the manual paper feed knob by pulling firmly. 

4. Remove the mode select knob located on the right front by pulling firmly. 

5. Remove the metal trim panel behind the mode select knob by prying downward. 

6. Remove the 4 screws under the metal trim panel. 

7. Remove the screw on the left side of the paper tape reader housing. 

8. Remove the four knurled knobs along the lower rear edge of the housing. 

9. Lift upward on the housing to remove, being careful of the controls on the Paper Tape Reader as they clear 
their openings in the housing. 
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Figure 18-3 Top View - TTY with Housing Removed 
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TTY INTERFACE 



Figure 18-4 TTY interface Circuit 



Current Loop Option 

The TTY Send and Receive Current Loop can be optionally selected to work from either 20 milliamp or 60 mil- 
liamp. When the selection is made, both the Internal Current Source and the Selector Drive Current Bias must 
be modified to be compatible. 

fntsrna! Current Source 

The Internal Current Source is set to 20 milliamp by putting the blue wire on the 1450 ohm tap of Power Resis- 
tor R1 located on the right side of the TTY. 

Selector Drive Current Bias 

The Selector Drive Current Bias is set to 20 milliamp by optional wiring on Terminal Strip X located below the 
Connector Bank in the right rear corner of the TTY. In making this change various wiring configurations may 
be encountered as shown in higure 18-5 depending on whether the unit has an Elapsed Time Meter. 

TTY Without Elapsed Time Meter 

If wired as 1A: Do nothing; this is the correct connection for 20 milliamp without an Elapsed Time Meter. 
If wired as IB: Remove the violet wire from Terminal X8 and move it to X9 with the yellow wire. 
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Figure 18-5 Current Loop Option 
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Figure 18-6 Side View - TTY with Housing Removed 



SITUATION 2 



TTY WITH ELAPSED TIME METER AND FULL DUPLEX 
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Figure 18=7 Current Loop Option 



TTY With Elapsed Time Meter 

A TTY with an elapsed time meter may be wired as 1A, IB, 2A or 2B. To modify for 20 milliamp: 

If wired as 1A: Remove the black/green wire from X8, tape the exposed end and tie-back into the wire bundle. 
Locate a black wire and a blue wire on terminal X5. Move both wires from X5 to terminal X8. 

if wired as 1 B; Remove the violet wire from X8 and move it to X9. Remove the black/green wire from X8; tape 
the exposed end and tie-back into the wire bundle. Locate a black wire and a blue wire connected on terminal 
X5. Move both wires from X5 to X8. 

If wired as 2A: Do nothing; this is correct connection for 20 milliamp with an elapsed time meter. 

If wired as 2B: Remove the black wire and blue wire from X9. Remove the violet wire and black/green wire from 
X8. Connect the black wire and blue wire to X8. Connect the violet wire to X9. Locate the yellow wire taped 
back in the wire bundle. Connect the yellow wire to X9. Tape the exposed and of the black/green wire and tie- 
back into wire bundle. 
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Full Duplex Option 

The full duplex option is wired into the TTY on Terminal Strip X located belowthe Connector Bank in the right 
rear corner of the unit. 

if the TTY is wired for Half-Duplex, Terminal Strip X should appear as in Figure 18-8. 

If the TTY is wired for Full-Duplex, Terminal Strip X should appear as in Figure 18-9. 
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Figure 18-8 TTY Half-Duplex Option 



To convert from half-duplex to full-duplex: 

1. Confirm that screw lug X5 has no wires connected. If there is a BLACK wire and a BLUE wire on X5 an 
elapsed time meter is installed. Refer to the CURRENT LOOP option for instructions on moving the black 
wire and blue wire from X5 to X8. 

2. Move the white/blue wire from screw lug X4 to X5. 

3. Move the brown/yellow wire from screw lug X3 to X5. 
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Figure 18-9 TTY Full-Duplex Option 



Remote TTY Reader Control 

The wiring of standard teletype does not allow the TTY paper tape reader to be used remotely as a stand-alone 
input device. By modifying the distributor trip circuit for remote operation the TTY reader can be advanced 
one character at a time for total reader control, 

TTY circuits operate from 1 1 5 VAC or 48 VDC requiring remote logic control circuits to be relay buffered. Two 
basic reader circuits will be encountered in TTY reader modification, Manual and Automatic. The Manual and 
Automatic readers are identified by the reader control switch located on the Paper Tape reader. The Manual 
reader has a three position switch labeled ON, OFF, FREE. The automatic reader has a four position switch 
labeled MANUAL START, AUTO. MANUAL STOP, FREE. 

Manual Reader Operation 

The 115 VAC Manual Reader Circuit is operated in either the Line or Local Modes by the ON-OFF switch 
located on the Reader. 

The Manual Reader Circuit can be controlled remotely by adding a relay to control the reader trip coil in the 
Line Mode. Modifying the reader circuit as shown in Figure 18-10 allows normal operation in the Local Mode 
and remote control in the Line Mode. 
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Manual Reader Modification 

1. Locate Plug P4. 
Locate the blue wire connection P4 pin 3 and p4 pin 11. 
Locate the orange wire on screw lug L1 of the Mode switch. 
Locate the L2 of the Mode switch (no wires). 
Locate the orange/gray wire on screw lug 1 of the Mode switch. 

If the wire colors do not agree, do not proceed with this modification urness ineconneciionscan oe veriTieu 
to agree with those of Figure 18-10. 

2. Gut the blue wire near P4 pin 3. 

3. Splice wire A from the new Relay to the portion of the blue wire still connected to P4 pin 11 

4. Connect wire B to screw lug LI of the Mode switch. 

5. Connect wire C to screw lug L2 of the Mode switch. 
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Figure 18-10 TTY Modification (Manual Reader) 



Auto Reader Operation 

The 115 VAC Automatic Reader Circuit is normally open due to the TDC Relay contact. The 48 VDC TDC 
Relay can be operated by the momentay Manual Start switch on the Reader or by the DC1 data function. Once 
the TDC Relay operates, it holds itself energized until the momentary Manual Stop switch on the Reader is 
activated. The DC3 and ENQ data functions will also stop the Reader. 

The Automatic Reader circuit can be controlled remotely by adding a Relay to control a contact closure in 
parallel across the TDC Relay contact as shown in Figure 18-11. 
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Auto Reader Modification 

1. Locate jack J6 connected to plug P6. 
Locate the yellow/green wire at J6-13. 

Locate the blue wire at J6-14. u •*• h 

if the wire colors do not agree, do not proceed with this modification unless the connection can be venfied 
to a^ree with those of Figure 18-11. 

2. Connect wire A from the'new Relay to the blue wire at J6-I4. 

3. Connect wire B from the new Relay to the yellow/green wire at J6-13. 
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Figure 18-11 TTY Modification (Auto Reader) 
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SECTION 19 



9814, COMPUTER INTERFACE 



9814 Computer Interface 

The 9814 computer interface provides an 8-bit parallel data path for transferring data to or from a computer 
and to or from the M980 RAM Buffer. 




Figure 19-1 Computer Interface 

Master or Slave Operation 

The M980, through its parallel interface, can be configured as a Master Controller or a Slave Unit to a remote 
computer. The configuration is controlled by the cable interconnection and the keyboard selected formats of 
the M980, shown in the figure below. 



FORMAT 


CONFIGURATION 


9814-00 
9814-01 
9814-02 


Slave Unit (default format) 

Master Controller write to Slave unit. 

Master Controller read from Slave unit. 



Figure 19-2 9814 Format Selection 
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9814— 00, M980 Slave Unit Operation * k, ♦ r> * u + 

The default format 9814—00 configures the M980 as a Siave Unit, anowing a remoie i>/iasier uoniro..er .o 
either write data to the IVI980 Buffer or read data from the l\/1980 Buffer. This configuration puts the remote 
computer in command of the M980. 
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Figure 19-3 I\/I980 Configured as a Slave Unit 



9814—01 and 9814—02, M980 Master Controller Operation 

Master formats 9814—01 and 9814—02 allow the M980 to be configured as a Master Controller, to send data 
from its Buffer to a remote Slave Unit or to receive data into its Buffer from a remote Slave Unit. This config- 
uration puts the M980 in command of the remote computer. 
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Figure 19-4 M980 Configured as a Master Controller 
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SUMMARY OF OPERATION 

The Master Controller sends a Start Address and an End Address to the Slave Unit, to define the field size for 
the M980 Buffer memory. When address field definition is completed, the Master Controller selects eitherthe 
Write or Read Mode and initiates the data transfer between the M980 Buffer and the remote computer. Eight 
bits of data are transferred for each address location. 

When the complete field of data has been transferred, the M980 Slave Unit resets to the address field definition 
for the next operation. The M980 Master Controller returns to select another format or repeat the same format. 

Address Field Definition 

The address field of the M980 Buffer must be defined, with a Start Address and an End Address, by the Master 
Controller for each operation. The address field is sent as eight hexadecimal characters, in which each hex 
character represents four bits of the binary address. In the 8-bit character sent to the M980 for field definition. 
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SIG. 

CHAR. 


ST 
ADD 


ART 






E 
AD 


:Nn 








RESS i 

MOST 
SIG. 
^ CHAR. 


DRESS 


DATA 














3 


F 


F 

1 


F 


E5 


B6 


WRITE DATA 8* 


8 


<■ 








— -NOT 


USED — 







► 


L 


L 


WRITE DATA 7* 


6 








- NOT USED- 





^ 


L 


H 






WRITE DATA 6* 


13 


< 






- NOT USED- 




1 ► 

! 


'- 


, 








WRITE DATA 5* 


10 








-NOT 1 i^^Pn 







► 


H L 












WRITE DATA 4* 


9 


H 


H 


H H 


H 


L 


L 


L 


H H 


WRITE DATA 3* 


7 


H 


H j H 1 H 


H 


L 


L 


L 


L L 


WRITE DATA 3* 


12 


H 


H 


H 1 H 


L 


L 


L 


L 


H L 


WRITE DATA 1* 


1 1 


H 


H 


H 


■H 


L 


i- 


'- 


i- 


L H 



MSB 



8-BIT 
PROM 



4-BIT 
PROM 



ABBREVIATIONS: 

H HIGH LEVEL TIL SIGNAL 

L LOW LEVEL TTL SIGNAL 

MSB MOST SIGNIFICANT (DATA) BIT 

LSB LEAST SIGNIFICANT (DATA) BIT 



Figure 19-5 Data Signals for Address Definition 



19-3 



M980/M900B Recognition Code ("OA") .^ .. .^^, .^.^ ..^.. -.^ ^ q^^a 

The M980 Slave places an "OA" (binary 0000 1010) on the reaa aaia lines to signify ihdt ihia unu .s a 9o .t 

option, as opposed to a 9114 option used on the M900B programmer. 

The "OA" occurs iust before Address goes low and remains during the address portion of the operation. 

The M980 requires a cnaraciers to aeiine ine auuiess mciu, wi ioi oao u lo ivic^wwi.^ ^^..., . >^^ ^ >,. . . - 

"OA" recognition code allows the Master Controller to identify which model is connected. The recognition 
r-r^rio nan he innnrfid if M900B comoatibilitv does not matter. 

9814—00 Operating Procedure (M980 Slave Unit) 

f~»*sr» •-««*»♦ **\f\ nfl<3f«*AV r -<-»i-iTi'r»n«ar rr\ rrto n/iuKi i \/'S| Tnta naraiiei inTwriiiriM r:r)iii9K>:iiii ■ Ji^ui f^s?* rvr:v «* ui i ii its ivinoL^ 
V^ui II I CO I II ic ividoid v^wi 111 v/iioi iw 11 iC iVi^uo *ia iiiv |.^ai«^iiv> ■■ ■»>^. •a>i«'w w....w..-.<.r.. ,_._5._ ---/ - - 

keyboard. The M980 display shows "9814 00." Ensure that the Master Controller is conditioned to hold the 
INTERLOCK signal low. Depress the ENTER key. The display shows "A 00 AAA." If the interface connection is 
unsuccessful, the display shows "E5" to indicate Not Ready and you must verify that the Master Controller is 
holding the INTERLOCK low. The left-most display "A" indicates that the interface is looking for the controller 
to send a 4-dlgit hex Start Address, followed by a 4-digit End Address; this defines the Buffer address range to 
be operated on. 

The Master Controller selects either the Read Mode to read data from the Buffer, or the Write Mode to send 
data to the Buffer. 

The display on the Slave M980 shows "1 00 AAA" to indicate that it is inputting data to the Buffer in the Write 
Mode. The display shows "0 00 AAA" to indicate that it is outputting data from the Buffer in the Read Mode. 
When the operation is completed, the display shows "1 00 F" for Write Mode finished and "0 00 F" for Read 
Mode finished. 

After the M980 Slave has recognized the interface, by raising INTERLOCK the M980 displays "A 00 E5" to 
indicate Not Ready. By lowering INTERLOCK, the M980 returns to the Address field definition phase of the 
operation and displays "A 00 AAA." Waveform diagrams and flow charts for the controller are shown on the 
following pages. (See Figures 19-7 through 19-12.) 

9814—01 and 9814—02 Operating Procedure (M980 Master Controller) 

Connect the Slave Unit to the M980 via the parallel interface connector. Depress Key 4 on the Master 
keyboard. The M980 display shows "9814 00." Key in the "01" format for sending to the Slave Unit, or "02" 
format for* receiving from the Slave Unit. Depress ENTER. At this point, the M980 Master activates the 
INTERLOCK line. The M980 display shows the Start and End Addresses of the RAM Buffer. The desired Start 
and End Address of the field to be transfered can now be entered from the M980 keyboard. Depress ENTER to 
accept the address field. The display shows "A XX AAA,*' where "XX" is format "01 " or vz" if the Slave Unit is 
ready, the display shows "0 01 AAA" for data output to the Slave, and "1 02 AAA" for data input from the Slave. 

When the operation is completed, the display shows "0 01 F" for Write Mode finished, and "1 02 F" for Read 
Mode finished. 

The M980 Master releases the INTERLOCK after each operation. 
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9814—00 M980 Slave Unit Display Messages 



9814 

00 

A 00 

A 00 
1 00 
00 

A 00 



00 
E5 
E5 

AAA 

AAA 

AAA 

E3 



Slave Unit selected. 

Slave Unit finds INTERLOCK not ready. Reselect option. 

Slave Unit reset by INTERLOCK. Normal waiting state. 

Slave Unit waiting for INTERLOCK. 

Slave Unit ready to receive address from Master Controller. 

Slave Unit receiving data. 

Slave Unit sending data. 

Mode line error during address field definition. Reselect option. 



9814—01 M980 Master Controller Display Messages (Write) 



9814 


01 


A 01 


AAA 


A 01 


E3 


01 


AAA 


01 


F 


01 


El 



Master Controller Selected (Write). 

Master Controller waiting for Slave Unit to accept address. 

Master Controller senses incorrect Address or Error line from Slave Unit. 

Master Controller sending data. 

Write Operation completed. 

Master Controller senses Error line during data transfer. 



9814—02 M980 Master Controller Display Messages (Read) 



9814 


02 


A 02 


AAA 


A 02 


E3 


1 02 


AAA 


1 02 


F 


1 02 


E1 



Master Controller Selected (Read). 

Master Controller waiting for Slave Unit to accept address. 

Master Controller senses incorrect Address or Error line from Slave Unit. 

Master Controller receiving data. 

Read operation completed. Master 

Controller senses Error line during data transfer. 



9814 INTERFACING 

The 981 4 interface is a TTL signal compatible interface as defined in the connector tables of Figure 1 9-5 and 
19-6. You must choose the correct cable connection, depending on whether the unit is to be a Master 
Controller or a Slave Unit. 

You can make two M980s talk to each other using a cross-wired cable with each end appropriately wired. With 
a cross-wired cable, either of the M980s may take the role of Master Controller. Do not connect a straight- 
wired cable between two M980s, since it may damage the interface circuitry. 

We have included signal definitions, timing diagrams, and flow-charts to assist you in designing the remote 
interface. 
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INPUTS (active low level logic, 1 TTL load) 



PIN 


SIGNAL 


INPUT PORT 
ADDRESS 


COMMENT 


8 


WRITE DATA 8* 


IN 2-8 


MSB 


6 


WRITE DATA V 


IN 2-4 






13 


WRITE DATA 6* 


IN 2-2 






10 


WRITE DATA 5* 


IN 2-1 






9 


WRITE DATA 4* 


IN 3-8 






7 


WRITE DATA 3* 


IN 3-4 






12 


WRITE DATA 2* 


IN 3-2 






11 


WRITE DATA 1* 


IN 3-1 


LSB 


2 


TRANSFER* 


IN 4-8 




3 


MODE* 


IN 4-4 




5 


INTERLOCK* 


IN 4-1 







OUTPUTS (active low 1 


evel logic, 10 TTL load drive) 




PIN 


SIGNAL 


OUTPUT 
PORT ADDRESS 


COMMENT 


22 


READ DATA 8* 


OUT 4-8 


MSB 


21 


READ DATA 7* 


OUT 4-4 






24 


READ DATA 6* 


OUT 4-2 






23 


READ DATA 5* 


OUT 4-1 






18 


READ DATA 4* 


OUT 5-8 






17 


READ DATA 3* 


OUT 5-4 






20 


READ DATA 2* 


OUT 5-2 






19 


READ DATA 1 * 


OUT 5-1 


LSB 


15 


ADDRESS* 


OUT 6-8 




14 


ERROR* 


OUT 6-4 




16 


RESPONSE* 


OUT 6-1 





POWER OUTPUTS 



PIN 


SIGNAL 


COMMENT 


1 

25 

4 


+5 volts 

LOGIC GROUND 

-12 volts 


No connection 

Connect for reference only 

No connection 



* low level active indicator 



Figure 19-6 Connector Interface Pin List for M980 Slave Unit 
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INPUTS (active low ievei logic, 1 TTL load) 



PIN 


SIGNAL 


INPUT PORT 
ADDRESS 


COMMENT 


8 


READ DATA 8* 


IN 2-8 


MSB 


6 


READ DATA T 


IN 2-4 






13 


READ DATA 6* 


IN 2-2 






10 


READ DATA 5* 


IM 0_1 

1 1 ■» C~ 1 






9 


READ DATA 4* 


IN 3-8 






7 


READ DATA 3* 


IN 3-4 






12 


READ DATA 2* 


IN 3-2 






11 


READ DATA 1* 


IN 3-1 


LSB 


2 


ADDRESS* 


IN 4-8 




3 


ERROR* 


IN 4-4 




5 


RESPONSE* 


IN 4-1 





OUTPUTS (active low level logic, 10 TTL load drive) 



PIN 


SIGNAL 


OUTPUT 
PORT ADDRESS 


COMMENT 


22 


WRITE DATA 8* 


OUT 4-8 


MSB 


21 


WRITE DATA 7* 


OUT 4-4 






24 


WRITE DATA 6* 


OUT 4-2 






23 


WRITE DATA 5* 


OUT 4-1 






18 


WRITE DATA 4* 


OUT 5-8 




1 


17 


WRITE DATA 3* 


OUT 5-4 






20 


WRITE DATA 2* 


OUT 5-2 






19 


WRITE DATA 1* 


OUT 5-1 


LSB 


15 


TRANSFER* 


OUT 6-8 




14 


MODE* 


OUT 6-4 




16 


INTERLOCK* 


OUT 6-1 





POWER OUTPUTS 



PIN 


SIGNAL 


COMMENT 


1 

25 

4 


+5 volts 

LOGIC GROUND 

-12 volts 


No connection 

Connect for reference only 

No connection 



* low level active indicator 



Figure 19-7 Connector Interface Pin List for M980 Master Controller 
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SIGNAL DEFINITIONS 

INTERLOCK is a signal line from the Master Controller that causes the Slave Unit to recognize the Remote 
interface. The Master Controller acquires control of the Slave Unit by holding INTERLOCK low, and it can 
then use the INTERLOCK to reset the Slave Unit to the Address field definition phase of the operation if any 
error is detected. 

MODE is a signal line from the Master Controller that indicates to the Slave Unit the direction of data transfer. 
It must be held low during Address field definition and in the Write Mode, and it must be held high in the Read 
Mode of operation. 

TRANSFER is a signal line from the Master Controller which indicates to the Slave Unit that the Remote 
Controller is ready to effect a data transfer either to or from the Slave Unit, as indicated by the MODE line. The 

I rtAiNorcn iiiic; iiiu&i iiui uiiaiiye iruiii iiiyri lu luw uMit;s>£> nciorwiNoc: i&> iiiyn, ii siiuuiu ut; iieiu luw uriiii uit; 

Master Controller detects a low RESPONSE signal. If the Master Controller is sending data to the Slave Unit, 
the WRITE DATA lines must be stable before TRANSFER occurs. If data is being requested by the Master 
Controller, the READ DATA lines should be read after the RESPONSE signal goes low and before TRANSFER 
is removed (high signal). 

RESPONSE is a signal sent by the Slave Unit as a response to the TRANSFER line. During Address field 
definition, it indicates that the Address character has been accepted. RESPONSE remains low until the last 
address character has been accepted. In the Write Mode, RESPONSE indicates that data has been accepted 
and stored by the Slave Unit. In the Read Mode, RESPONSE indicates that data is available on the READ 
DATA lines. 

ADDRESS is a signal sent by the Slave Unit to indicate that Address field definition is required. It occurs in 
response to detection of the INTERLOCK signal, whenever the 9814 is selected. ADDRESS remains active 
until all field definition characters have been transferred to the Slave Unit. It terminates prematurely if the 
MODE line is in the incorrect state (high). 

ERROR is a signal sent by the Slave Unit to indicate an error condition. ERROR occurs in combination with 
RESPONSE and ADDRESS to indicate Error Mode during Address field definition. It may also occur in 
combination with RESPONSE, to indicate error during data transfer. 

WRITE DATA consists of eight data lines from the Master Controller for transferring Address information and 
data information to the Slave Unit. Address information is sent as a series of hex characters. The low-order 
data lines send the hex address characters. Data to be written is sent as binary data. All 8 data lines are used for 
8-bit words and the low-order 4 lines are used for 4-bit data. The most significant character is sent first, when 
defining the address. 

READ DATA consists of eight data lines to the Master Controller for transferring data from the Slave Unit. 
Data is sent as binary data. All 8 data lines are used for 8-bit words and the low-order 4 lines are used for 4-bit 
data. 
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INITIALIZATION 
(RESET) 



INTERLOCK 



3*t 



35 



FIRST ADDRESS CHARACTER 



V^. ^ 



T^Li dd-r 



s 


WRITE DATA- 


r- 


■ 


\ 


J 1 ] 


f 


UI 


(i) ^*^ ^ 


r 


» 


M 


^ 1 ( 




^ 


RESPONSE* 


/ 
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T^^L^^^ 






ERROR' 


V 






V^MODE ERROR j 






ADDRESS- 


--M 


f 



INTERLOCK-! -H";:-^ 



lU 
Q 
O 

s 

Q READ DATA 

< 
UJ 

•^ RESPONSE 



LAST 
ADDRESS CHARACTER 



MODE 
SELECT 



FIRST DATA CHARACTER 



>■ 



n 



xiTT 



■^=R. 



i^ 



INrf 



"F*l 



U 



"'U. 



V^ 



TO 
M980 



FROM 
M980 




TO 
M98Q 



FROM 
M980 



-> SERIES 90 



REMOTE CONTROLLER 

- DATA TRANSFER 



Figure 19-8 Data Transfer Waveforms 
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The following flow diagrams represent the required sequence a remote controller must use for Read and Write 
operations. Note: All signals are low-level active TTL signals. 



/ N 

f START J 



SET 

INTERLOCK 

ACTIVE 




NOTE:DEPRESS RESET. 
HOBSERVE 9114 IN DISPLAY. 



Figure 19-9 Initialization 





WRITE 

ADDRESS 

CHARACTER 



YES 



SET 

TRANSFER 

ACTIVE 



YES 



YES 



SET 
TRANSFER 
INACTIVE 



NO 









mKJuc cnnun 
DURING FIELD 
^ DEFINITION 
(OPTIONAL EXIT) 




Figure 19-10 Mode Select 



Figure 19-11 Address Definition 
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SET 

MODE 

INACTIVE 




YES 



READ 
DATA 



SET 
TRANSFER 
INACTIVE 



NO 




LAST 
CHARACTER? 



YES 



SET 
MODE 
ACTIVE 



( "'^ ) 



SET 
MODE 
ACTIVE 




YES 



WRITE 
DATA 



SET 

TRANSFER 

ACTIVE 




SET 
TRANSFER 
INACTIVE 




NO^ LAST 

CHARACTER? 



YES 



C ''" ) 



Figure 19-12 Basic Read 



Figure 19-13 Write 
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SECTION 20 



9818-RS232C, SELECTABLE BAUD RATE INTERFACE 



Functional Description 



r^r\r^r^r\^^ 






I ne yo lo uses ine ivuu^ aaapier as an no^io^o inier laue ufcjiwtjen uie iviaou pruyfanirnef ariu a ifejiiinnai aiiu/ur 
a modem. In the M304, a 25-pin D-type male connector for the terminal and a 25-pin D-type female connector 
for the modem permit simultaneous communication between the M980 and both connectors. 



• Switch-selectable baud rate from 50 to 9600 

• Program Buffer from terminal and/or modem 

• List buffer to terminal and/or modem 

The 981 8 consists of two functional elements: the Control Program located in the M980 Control Unit, and the 
M304 Adapter, which plugs into the parallel interface socket on the M980. The M304 adapter interfaces the 
TTL level ports of the M980 with the RS232C-type levels of a terminal/computer and/or a modem/computer. 
Along with signal-level conversion, the IVI304 adapter provides switching capabilities for baud-rate selection, 
and for switching the modem and/or M980 On-Line or Off-Line. 




cmmmmcmtOH 



Figure 20-1 M304, RS232 Communication Adapter 



M304 Panel Description 

ON-LINE/OFF-LINE Switch (SI) 

This switch controls the Data Terminal Ready (DTP) line from the terminal connector, the Clear-to-Send 

(CTS) line from the modem connector, and data flow from terminal and modem to the M980 inputs. 

In the On-Line position, data is connected between the terminal and/or modem connectors to the input of the 
M980. In the Off-Line position, the DTP line from the terminal connector and the CTS line from the modem 
connector are in the low state. Since the M980 samples these lines when active, a DTP or CTS low causes an 
error indication of "E5" (Option not ready). 
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MODEM ON/OFF Switch (S3) 

This switch controis data flow to and from the modem connector, in the OFF position, the modem computer is 
isolated from the data path between the terminal and the M980. However, since modem control lines are un- 
affected by S3, the modem can remain active. 

BAUD— RATE SELECTOR Switch {S2) 

The baud-rate selector switch is a 16-position rotary switch, recessed behind the panel on the M304 adapter, 

and requiring a screwdriver to rotate it. As the switch rotates, a hex-coded number appears in the window just 

auKJVc II ic ooi cwuiivci oiui. ncici lu ii ic lauic uciuw \kji uauu-i aic vc7i ouo pv^omv^i i. i>n^ic vjwi nc k^i n laio »viii i n^i 

operate at 9600 baud. 

BAUD-RATE SELECTION 



POSITION 
(S2) 


D 


C 





B 


1 


A 


2 


9 


4 


5 


8 


3 


6 


7 


BAUD 
RATE 


50 


75 


110* 


134.5 


150* 


200 


300* 


600 


1200 


1800 


2400 


2400* 


4800 


9600 



*These positions cause the software to insert a 200-ms delay (in List Mode) after appropriate carriage returns 
and line feeds to accommodate mechanical terminals. 



Typical Applications (General) 

Terminal to Computer and M980, 
M980 to Terminal and Computer, 
Computer to M980 and Terminal 
(On-Line and modem ON) 



KEYBOARD 
TERMINAL 



ON-LINE. 



COMPUTER 



OR 



REMOTE 

COMPUTER 

MODEM 



COMPUTER 



RAM BUFFER 



M980 



Terminal to M980, 
M980 to Terminal 
(On-Line and modem OFF) 



KEYBOARD 
TERMINAL 



, M304 MODEM 



^o]j 



COMPUTER 



OR 



REMOTE 

COMPUTER 

MODEM 



COMPUTER 



RAM BUFFER 



M980 
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Terminai to Computer, 
Computer to Terminal 

/nff_l inp qn/H mpHtam ON '^*' (^t^P^ 



J 



KEYBOARD 
TERMINAL 



MODEM 

r-o — »o 



ON-LINE 



COMPUTER 



OR 



I i 

REMOTE 
COMPUTER U 
, MODEM 

1 I 



COMPUTER 



RAM BUFFER 



M980 



Keyboard Selection of 9818 Interface and Formats 

For a detailed description of key strokes to select 9818 interface and its formats, see SECTION 15. 

1 . Install M304 adapter (power must be OFF while installing the M304), plug in terminal and/or modem, turn 
M304 On-Line, and turn modem on if attached. 
RESET M980. 
Depress Key 8. 

Key in format number (see table in SECTION 15). 

Depress ENTER.* An "E5" at this time indicates that the on-line switch is OFF or no CTS or DTR. 
If remote interfacing is to be used, nofurtherkeyboard action is needed. Atthistime, the remote controlling 
unit has control. 

7. Depress ENTER. The First and Last Address of the M980 RAM Buffer are shown. 

8. Using the hex keyboard, key in the starting and ending address rangetobeacted upon, if differentfrom the 
default. 

9. Depress ENTER. The List Modes automatically start transmitting data to the interface. In the Program 
Mode, the M980 waits for data to be transmitted to it via the terminal or modem connections. In the Pro-Log 
format "06," a CR/LF is sent at this time.* 



* When the M980 determines whether List or Program Mode is selected, the left-most display shows an "0" for a 
List Mode and a "1" for a Program Mode. 

Format Descriptions 

The formats described here are standard with the M980 control unit. For some time, Pro-Log has had several 
formats that can be assessed remotely by equipment or via the M980 keyboard. These formats allow several 
forms of listing and programming. All Pro-Log formats can be remotely performed when any of the Pro-Log 
formats are active. All formats, when controlled remotely, have the following recognition format: When active, 
all formats sample the data lines TD and RDforan ASCII hexcharacter. When the first ASCII hex character is 
found, it is accepted as the first character (digit) of the Start Address of the Buffer that is to be acted upon. The 
first eight ASCII hex characters are accepted as the Start and End Addresses of the operation to be performed. 
The first four characters are accepted as the Start Address, Most Significant Digit (MSD) first. The next four 
characters are accepted as the End Address, MSD first. The M980 then looks for a command character to 
determine the type of operation to be performed. The present valid command characters are: "P", "S", "L", "M", 
"N", and "X." Their descriptions follow. 

9818-00 Pro-Log Local Program/Remote : "P" Program 

This format, when selected via the hex keyboard or via remote interface, accepts ASCII hex characters as data, 
MSD first. 

Remotely: Select 9818-00 via the hex keyboard, using the procedure on this page. Send eight ASCII 

hex characters for the Start and End Addresses. Send an ASCII "P" (upper case). Send the 
data characters, MSD first. Non-hex ASCII characters may be sent between data characters 
for control. 

Locally: Select 9818-00 via the hex keyboard, using the procedure on this page. Key in the Start and 
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and End Address, using the hex keyboard. Depress ENTER. The M980 is now active to a 
oont ASCII hex characters as data (MSD first) to be programmed mto the Buffer. Initiate data 
t^ran'sfer. Non-hex ASCII characters may be sent between characters for control. 



9818-01 Pro-Log Local Scroll/Remote : "S" Scroll 

This format when selected via the hex keyboard or via remote interface, lists the Buffer in ASCII hex 
IharacteTs formatted in 256-byte blocks for display on a CRT screen. Each ^Jock^of^d^a^ta .s^prec^^^^^^ 

header and each line of output by the starting aaaress oi tne line, cai; <= u. "='" -v-,,-.^.- -■■-•— -< — 

separated by spaces. When the entire block is displayed, the CRT cursor remains to the r,ght of the last line 
dtsplLyed The M980 outputs the next block of data when a Space (SP) is received or ENTER is depressed. The 
aispidyeu. lire F ^ iHHroQQ ie roarhsH the M980 s RESET, or any key except the 

spaie^ar is depres7ed. The cursor returns to the left side of the CRT screen when the operation is terminated. 



Remotely: 

Locally: 

Example Remote: 
INPUT 

OUTPUT 



Select 9818-01 via the hex keyboard, using the procedure on page 20-3. Send eight ASCII 

hex characters for the Start and End Addresses. Send an ASCII "S" (upper case). The 

operation commences as described. 

Select 9818-01 via the hex keyboard, using the procedure on page 20-3. Key in the Start and 

End Addresses, using the hex keyboard. Depress ENTER. The operation commences as 

described. 



03E904F4S 



D 



01 23456789ABC 

/03E0 EO El E2 E3 E4 E5 E6 E7 E8 E9 EA EB EC ED EE EF 
/03F0 FO F1 F2 F3 F4 F5 F6 F7 F8 F9 FA FB FC FD FE FF 



INPUT (Space) /4D0 DO D1 D2 D3 D4 D5 D6 D7 D8 D9 DA DB DC DD DE DF 



OUTPUT 



01 23456789ABCDEF 

/04E0 EO El E2 E3 E4 E5 E6 E7 E8 E8 EA EB EC ED EE EF 
/04F0 FO F1 F2 F3 F4 



9818-02 Pro-Log Local List/Remote : "L" List 

This format, when selected via the hex keyboard or via remote interface, lists ^he Buffer in ASCII hex 
characters, MSD first, 16 bytes per line, a Space (SP) after every byte, and a Carriage Pl^eturn (CR) and Line 
Feed (LF) after each line, starting with the Start Address and ending with the End Address. 

Remotely Select 9818-02 via the hex keyboard, using the procedure on page 20-3. Send eight ASCII 

hex characters for the Start and End Addresses. Send an ASCII "L" (upper case). The 

operation commences as described. 
Locally Select 981 8-02 via the hex keyboard, using the procedure on page 20-3. Key in the Start and 

End Addresses, using the hex keyboard. Depress ENTER The operation commences as 

described. 



Example Remote: 

INPUT 
OUTPUT 



0000001 5 L 

00 01 02 03 04 05 06 07 08 09 OA OB OC OD OE OF 

10 11 12 13 14 15 
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9818-03 Pro-Log Local List/Remote : "M" List 

This format, when selected via the hex keyboard or via remote interface, lists the Buffer in ASCII hex 
characters, formatted exactly as described in the 9818-01 format. However, at the end of each block, a Space 
(SP) is not required by the M980 to advance to the next block, but it continues until the End Address is reached. 

Remotely: Select 9818-03 via the hex keyboard, using the procedure on page 20-3. Send eight ASCII 

hex characters for the Start and End Addresses. Send an ASCII "M" (upper case). The 
operation commences as described. 

Locally: Select 981 8-03 via the hex keyboard, using the procedure on page 20-3. Key in the Start and 

End Addresses, using the hex keyboard. Depress ENTER. The operation commences as 
described. 



Example Remote: 
INPUT 



OUTPUT 



00E501 F8M 

1234 5 6789ABCDEF 

/OOEO EO El E2 E3 E4 E5 E6 E7 E8 E9 EA EB EC ED EE EF 

/OOFO FO F1 F2 F3 F4 F5 F6 F7 F8 F9 FA FB FC FD FE FF 



/01D0 DO D1 D2 D3 D4 D5 D6 D7 D8 D9 DA DB DC DD DE DF 



0123456789ABCDEF 

/01E0 EO El E2 E3 E4 E5 E6 E7 E8 E8 EA EB EC ED EE EF 
/01F0 FO F1 F2 F3 F4 F5 F6 F7 F8 



9818-04 Pro-Log Local List/Remote : "N" List 

This format, when selected via the hex keyboard or via remote interface, lists the Buffer in ASCII hex 
characters, MSD first, until the End Address is reached. 

Remotely: Select 9818-04 via the hex keyboard, using the procedure on page 20-3. Send eight ASCII 

hex characters for the Start and End Addresses. Send an ASCI I "N" (upper case) . The oper- 
ation commences as described. 

Locally: Select 9818-04 via the hex keyboard, using the procedure on page 20-3. Key in the Start 

and End Addresses, using the hex keyboard. Depress ENTER. The operation commences as 
described. 

Example Remote 

INPUT 07C30822N 

OUTPUT C3C4C5C6C7C8C9CACBCCCDCECFD1 D2D3D4D5D6D7D8D9DADBDCDDDEDFE1 E2 

E3E4E5E6E7E8E9EAEBECEDEEEFF1F2F3F4F5F6F7F8F9FAFBFCFDFEFF000102030405 

060708090A0B0C0D0E0F101 112131415161718191 A1 B1C1 D1 El F202122 
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9818-05 Pro-Log Local List/Remote : "X" List 

This format, when selected via the hex keyboard or via remote interface, lists the Buffer in ASCII hex 
characters, outputted in 16-byte lines with a Space separating each data byte and a Carriage Return and Line 
Feed following each line. The M980 outputs one line of data each time an XON character is received (XON is a 
Control Q from an ASCII keyboard). The operation terminates when the End Address is reached. 

Remotely: Select 981 8-05 via the hex keyboard, using the procedure on page 20-3. Send eight ASCII 

hex characters for the Start and End Addresses, Send an ASCII "X" (uppercase). The oper- 
ation commences as described. 

Locally: Select 9818-05 via the hex keyboard, using the procedure on page 20-3. Key in the Start 

nr>M CnH AHrlr^iooQo iioinn +Kq Kqv L-^ix/KnorH r^or^raoe PMXPR Tho onorfltinn pnmmfinppQ PQ 

described. 

Example Remote: 

INPUT 07E50815X 

OUTPUT E5 E6 E7 E8 E9 EA EB EC ED EE EF FO F1 F2 F3 F4 

INPUT XON 

OUTPUT F5 F6 F7 F8 F9 FA FB FC FD FE FF 00 01 02 03 04 

INPUT XON 

OUTPUT 05 06 07 08 09 OA OB OC OD OE OF 10 11 12 13 14 

INPUT XON 

OUTPUT 15 

9818-06 Pro-Log Local Program w/ CR LF 

This format, when selected viathe hex keyboard outputs a Carriage Return, Line Feed, and then accepts ASCII 
hex characters as data, MSD first. 

Locally: Select 9818-06 via the hex keyboard, using the procedure on page 20-7. Key in the Start 

and End Addresses to be programmed. Depress ENTER. The M980 outputs a Carriage Re- 
turn and Line Feed and is ready to accept ASCII hex characters as data, MSD first. 

9818-07 Reserved for Future Format. 
9818-08 Reserved for Future Format. 
9818-09 Reserved for Future Format. 

9818-10 Intel Local List/Remote : "L" List and Program 

This format, when selected via the hex keyboard or via remote interface, lists or programs the Buffer in INTEL- 
HEX formatted data. See a description of the INTEL-HEX format on page 20-3. 

Locally: Select 9818-10 via the hex keyboard, using the procedure on^page 20-3. Key in the Start 

and End Addresses, using the hex keyboard. Depress ENTER. The data located between the 
Start and End Addresses is outputted in the INTEL-HEX format until the Last Address is 
reached. The M980 outputs only 16-byte lines; if the Last Address is reached before a 
line is completed, zeros are sent to complete the line. 

Remote "L": Select 9818-10 via the hex keyboard, using the procedure on page 20-3. Send an ASCII 

"L" (upper case). Send four ASCII hex characters for the Start Address of the 16-byte line 
to be sent. The M980 sends, starting with the address sent, 16 bytes of data in the INTEL- 
HEX format. 

Remotely: Select 9818-10 via the hex keyboard, using the procedures on page 20-3. The M980 is now 

active to accept data in the INTEL-HEX format to be programmed into the Buffer. 

Example Remote : "L" List: 

INPUT L0010 

OUTPUT :1 0001 00000E3E1 F5791 74F7827477D1 76F761 76768 
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9818-11 Intel Local List/Remote : "L" List and Program 

This format, when selected via the hex keyboard or via remote interface, lists or programs the Buffer with 
..N.u__,,._y^x,vjiiiicii.iCvj.-ieii.ci. iiii.iie^yivy<^iaiiiwpei<aLiv->ii,dii r\\^r\ yji iM/-vr\ ii luiL/aica lu uit; btjnoinQ unlttnatthe 
received checksum is correct or incorrect for the data sent. It is up to the sending unit to resend a line of data if 
it is not received correctly. The Local List and Remote "L" are the same as those described in the 9818—10 
format. See INTEL-HEX format description on page 20-3. 

Remotely: Select 9818-1 1 via the hex keyboard, using the procedure on page 20-3. The M980 is now 

ready to accept data in the INTEL-HEX format. An "ACK" or "NAK" is sent after receivinq 
each line. 



QA1fi.19 Intol I noal I iet uu/nontrnl 7 Domnto 



This format, when selected via the hex keyboard or via remote interface, lists or programs the Buffer with 
INTEL-HEX formatted data. In the local list operation, a Control Z character is transmitted after the end-of-file 
record is outputted. This Is required by the INTEL .MDS to terminate the Copy Mode. The remote program and 
remote "L" list are the same as those described in the 9818-10 format. 



Locally: 



Select 9818-12 via the hex keyboard, using the procedures on page 20-3. Key in the Start 
and End Addresses, using the hex keyboard. Depress ENTER. The list operation begins. 
After the end-of-file record is sent, a Control Z is sent. 



9818—13 Reserved for Future Format 

INTEL— HEX FORMAT DESCRIPTION 

Intel hexadecimal format is a method for encoding data in ASCII form. The two types of records permitted in 
INTEL-HEX are data records and end-of-file records. 

Data Record Format 



RECORD 
MARK 


RECORD 
LENGTH 


STARTING 

LOAD 
ADDRESS 


RECORD 
TYPE 


DATA 


CHECKSUM 



Record Length 

Starting Load Address 

Record Type 

Data 

Checksum 



ASCII colon (:). 

Two hex digits indicating the number of data bytes in the record. 
Four hex digits indicating the starting address of the block of data to be transferred. 
Two hex digits. Data records are signified by record type 00. 
2 to 64 hex digits (32 data bytes) coded as ASCII 0-9 or A-F. 
A two-digit hex number representing the two's complement of the 8-bit sum (mod- 
ulo 256) of the 8-bit bytes that result from converting each pair of ASCII hex digits 
to one byte of binary, from the record length field to the last data byte, inclusive. 



EXAMPLE: 



:10001 00000 E3 El F5791 74F7827477D1 76F761 76768 



^T 



Record Type 
Starting Load Address 
Record Length 
Record Mark 



Checksum 
Data 



End-of-File Record Format 



RECORD 
MARK 


RECORD 
LENGTH 


STARTING 

LOAD 
ADDRESS 


RECORD 
TYPE 


CHECKSUM 
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Record Mark 
Record Length 
Starting Load Address 
Record Type 
Checksum 



Example: 



ASCII colon {:). 

Always 00, identifies the end-of-file record. 

Four hex digits (zeros). 

Always 01, identifies the end-of-file record. 

A two-digit hex number representing the two's complement of the 8-bit sum (mod- 

UIO ^OD) UI iflt; O-Uii uyico mai icown nwin wv^n.^ » — -■• -■ r- c< ■ - - 

of ASCII hex digits to one byte of binary. 



:uuuuuuu I rr 



Checksum 
Record Type 
Starting Load Address 
-Record Length 
- Record Mark 



9818-14 TEK HEX Local List/Remote : "L" List and Program (4800 baud maximum) 

This format, when selected via the hex keyboard lists or programs the Buffer with TEK H EX formatted data. See 

description below. 

Locally: Select 9818-14 via the hex keyboard, using the procedures on page 20-3. Key in the 

Start and End Addresses to be listed, using the hex keyboard. Depress l_N ,,_... . . .e 

data located between the Start and End Addresses are outputted in the TEX HEX 
format until the last address is reached. The M980 outputs only 16-byte lines; if the 
Last Address is reached before a line is completed, zeros are sent to complete the 
line. 



Remote "L": 



Remotely: 



Select 9818-14 via the hex keyboard, using the procedures on page 20-3. Send an 
ASCII "L" (upper case). Send fourASCII hex characters fortheStartAddressof the 
1 6-byte TEX HEX line to be sent. The M980 sends, starting with the address sent, 1 6 
bytes of data in the TEX HEX format. 

Select 981 8-14 via the hex keyboard, using the procedures on page 20-3. The M980 
is now active to accept data in the TEX HEX format to be programmed into the 
Buffer. If aChecksum error is found, an "E6" is displayed. The M980 and sending 
unit must then be reset and the operation performed again. 



9818—15 Reserved for Future Format. 
TEK— HEX FORMAT DESCRIPTION 

Tektronix hexadecimal format is organized as a set of message blocks for encoding data in ASCI I form. These 
message blocks are grouped into three categories: data, termination, and abort. 

Data Block Format 



Header 



Location 



Byte Count 



First Checksum 



Data 



Second Checksum 



CR 



Header 

Location 

Byte Count 

First Checksum 

Data 

Second Checksum 

Example: 



ASCII slash (/). 

Four hex digits indicating the Start Address of data in PROM memory. 
Two hex digits indicating the number of data bytes to be transferred. 
A two-digit hex number representing the hex sum of the preceding six hex digits. 
2 to 64 hex digits coded as ASCII 0-9 or A-F. 

A two-digit hex number representing the sum (modulo 256) of the hex digits com- 
prising the data. 



/ 0000 10 01 25D1E2D 7 E2DFE2228F5157D7E2D0E2Cg EF 



L 



First Checksum 

- Byte Count 

- Location 

- Header 



-CR 

-Second Checksum 

-Data 
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Termination Block Format 

This block specifies end-of-data transmission, that is, no further data blocks follow. 



- -"■ ■ ^ 

Header 


Transfer Address 


Byte Count 


Checksum 


CR 



Header 
Transfer Address 

Checksum 
Example: 



ASCII slash (/). 

Four hex digits indicating the starting execution address of the code represented in 
the data block. 



r-iivyayo uu, vviiiv^n iueuiiiies ine termination block. 

A two-digit hex number representing the sum (modulo 256) of the precedina six h 

digits. ^ 

/ 0020 0002 



ex 



LcR 

— Checksum 

— Byte Count 

— Transfer Address 

— Header 



Abort Block Format 

This block specifies abnormal data termination, and is designed to accommodate error message conveyance. 



Header 


Header 


Message 


CR 



Header 
Header 
Message 



ASCII slash (/). 

ASCII slash (/). Identifies the abort block. 

A maximum of 69 ASCII characters comprising a programmer-defined message 

string. 



9818-16 MOTOROLA (4800 Baud maximum) 

This format, when selected via the hex keyboard or via remote interface, lists or programs the Buffer with 
Motorola-formatted data. 



Locally: 



Remote L: 



Remotely: 



Select 9818-16 via the hex keyboard, using the procedures on page 20-3. Key in the Start 
and End Addresses to be listed, using the hex keyboard. Depress ENTER. The data 
iOcate<j i^etween the specified Start and End Addresses is outputted in the Motorola 
format until the last address is reached. 

Select 9818-16 via the hex keyboard, using the procedures on page 20-3. Send an ASCII 
"L" (upper case). Send four ASCII hex characters for the Start Address of the 16-byte 
Motorola line to be sent. The M980 sends, starting with the address sent, 16 bytes of 
data in the Motorola format. 

Select 9818-16 via the hex keyboard, using the procedures on page 20-3. The M980 is now 
active to accept data in the Motorola format to b programmed into the Buffer. If a 
Checksum error is found, an "E6" is displayed. The M980 and sending unit must then 
be reset and the operation performed again. 



20-9 



The Motorola format has three types of records as described below: 



Uaorigr DgQQrri -'KjQt used b^' ths M980.^ 



Bvte add to checksum one's compliment 



SO BC AAAA DD...DD CS 







L 











-Checksum 
Data 
Address 
Byte count 
Header: Header record 



Data Record 



Checksum one's compliment of byte adds 



S1 10 AAAA DD...DD CS 



-Checksum 
Data 
Address 
-Byte count 
-Header : Data 



Record 



-Checksum one's compliment of byte adds 



S9 03 0000 FG 



Checksum 
Address 
Byte Count 
Header: EOF 



EXAMPLE: 



S008000058 42473241A3 

S11BF0007EF2AE7EF04 5 7EF06F7EF0D57EF0D97EF0 8 87EF118 7EF22AA5 

S11BF0187EF0B37EF0AF7EF0AD7EF03A7EF02D7 EF02F7EF0B1 8DF2A65F 

S11BF03000 810427378DE1082 0F586OD8DDA86UH8DD64F20D3CEFB99C5 

S10CF0488DE3CEFF0ABDF6042 598 

S9030000FC 



9818—17 Reserved for RCA 
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9818—18 MOS TECHNOLOGY Local List/Remote "L" List and Program 

This format, when selected via the hex l<eyboard or via remote interface, lists or programs the Buffer with MOS 
TECHNOLOGY formatted data. See description on the following pages. 



Locally: 



Remote "L' 



Select 9818-18 via the hex keyboard, using the procedures on page 20-3. Key in the Start 
and End Addresses to be listed, using the hex keyboard. Depress ENTER. The data located 
between the specified Start and End Addresses is output in the MOS-TECHNOLOGY 
format until the last address is reached. 

Select 9818-18 via the hex keyboard, using the procedures on page 20-3. Send an ASCII 
"L" (uppercase). Send four ASCII hexcharactersfortheStart Address of the 16-byte MOS 
TECHNOLOGY line to be sent. The M980 sends, starting with the address sent, 16 bytes 



Remotely: Select 9818-18 via the hex keyboard, using the procedures on page 20-3. The M980 is now 

active to accept data in the MOS TECHNOLOGY format to be programmed into the Buffer. If 
a Checksum error is found, an "E6" is displayed. The M980 and sending unit must then be 
reset and the operation performed again. 

MOS TECHNOLOGY FORMAT DESCRIPTION (4800 Baud maximum) 

The MOS TECHNOLOGY format is a method for exchanging data in ASCII form. The two types of records 
permitted in MOS TECHNOLOGY format are data records and end-of-file records. 

Data Record Format 



RECORD 
MARK 


RECORD 
LENGTH 


STARTING 

LOAD 
ADDRESS 


DATA 


CHECKSUM 



Record Mark 
Record Length 
Starting Load Address 
Data 
Checksum 



ASCII semicolon (;). 

Two hex digits indicating the number of data bytes in the record. 
Four hex digits indicating the Start Address of the block of data to be transferred. 
Up to 64 hex digits, (32 data bytes) coded as ASCII 0-9 or A-F. 
A 4-digit hex number representing the sum of the 8-bit bytes that result from con- 
verting each pair of ASCII hex digits to one byte of binary, from the record length 
field to the last data byte inclusive. 



Example: 



10 0020 l23456789AB(JDbh1i£34bb/'ayAbUUbf- 0»46 

'^ 



Checksum 
Data 



Starting Load Address 
.Record Length 
.Record Mark 



End-of-File Record Format 



Example 



RECORD 
MARK 


RECORD 
LENGTH 


STARTING 

LOAD 
ADDRESS 


CHECKSUM 



00 



0000 



0000 



Record Mark 
Record Length 
Starting Load Address 
Checksum 



ASCII semicolon (;). 

Always 00, which identifies the end-of-file record. 

Four hex digits. 

Four hex digits. 
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M980 REMOTE CONTROL 

The M980 Remote Control Mode allows an external device, via the M304 RS-232C adapter, to gain control of 
the M980 and perform the following functions: 

When one of the 981 8 formats is in the active state.the external device can obtain control by sendina the ASCI! 

wi laiaoLcio vj</\, iuiiuwcu uy iiic ouiiiriianu ouufcj. 

COMMAND CODE 

DUPLICATE Master to Buffer over defined field DMsssseeee 

DUPLICATE Master to Buffer over PROM field DMX 

nilPI IP.ATF Rllffor tr> r^nn\/ n,Mar HofionH fl^lH n>D « 

DUPLICATE Buffer to Copy over PROM field DBX 

DUPLICATE Copy PROM to Buffer over PROM field DC 

PASS Sound pass tone and display "F" Y 

FAIL Sound fail tone and display "E7" N 

Where "ssss" equals the Start Address, the number of required digits depends on the PM address field. Where 
"eeee" equals the End Address, the number of digits corresponds to the End Address of the PM field. 



Remote Control Operation 

1. Control switches: 

Position MFG MODE and AUDIO switches as 
shown. Since the operation will be under remote 
control, the MASTER, BUFFER, and COPY 
switches are not used. 



MFG 
MODE 



AUDIO 





Install M304 adapter and select format (9818-10 
shown as example) per instructions on page 20-3. 

After the format is selected by the operator, the 
M980 is ready to receive the command line. 

While responding to the remote commands, the 
M980 displays a "D" on the left side of the display. 

When any remote-command duplicate function 

has been completed, the M980 responds by 

sending: 

"Y," "BELL," Carriage Return/Line Feed, if 

function is successful, or 

"N," "BELL," Carriage Return/Line Feed, if error 

occurs. 




Active 




Active 



4. After the M980 completes the required remote 
commands, the remote controller causes the 
M980 to display an "F" and sound the pass tone, 
or display an "E7" and sound the fail tone. 



Finished 




Keying ENTER after the QXY or QXN command 
returns the M980 to last the active 9818 format. 



ENTER 
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Typical Operation 

1. Select 9818-10 and insert 
grammed in Copy socket. 



PROM to be pro- 



2. Depress ENTER. 




Remote device inputs data to Buffer in 
HEX format. 



INTEL 



Active 




Active 



nemutt; ueviuc aenuS wAiJD/\. ivi»uw laivca uaic* 

just written to the Buffer and duplicates it to the 
Copy PROM. When duplication is complete, 
M980 sends "Y," "BELL," "CRLF." 




Active 



5. Remote device sends command "QXY." M980 
displays "F" and sounds the pass tone when 
operation is complete. 
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9818 RS232 INTERFACE APPLICATIONS 

The various 9818 formats can be used to connect to almost any development system. Some representative 
examples follow describing specific applications. If you have a system that uses any of the supplied formats, 
apply the following examples as a guide. Contact Pro-Log if you require assistance. 



iNTEL MDS 

Interfacing the M980/9818-12 with the INTEL MDS for downloading to the M980 requires the addition of one 

ii imnor tnthaNyiP^QIOR Thicii imner a rlH it inn ailn\A;c HnxA/nlnaHinn tr» tho ^^QRn atiinhaiiH T\A/n mothnHo /^ar> 

increase the baud rate, if faster data transfer is required. One method is via the software, the other is via the 
monitor firmware. These changes (the jumper and baud rate) allow the M980 to accept data from the MDS in 
INTEL-HEX format. If the user wishes to upload data from the M980 Buffer to an MDS file, the 9818-12 Local 
List transmits a Control Z, which is required by the MDS to terminate the Copy Mode. 

Configuring the Serial Interface 

As shipped from Intel, J2 (Serial 1) is jumpered for a standard TTY terminal configuration. This is used for 
9818 — 12. Serial 2 is not used by the 9818—12. See figure below for interconnect information. 



r" 



n 



DB25S 
SERIAL 1/TTY J2 



INTEL 
MDS 



2< 
3< 

7< 



DB25P 



4r 



DB25S 
/ 



r\ 



RTS 



DATA FROM MDS 



r5V TO MDS FOR M304 



-5V FROM MDS 



y 



RC-18 CABLE (SUPPLIED) 



<2 
<3 

<7 



M304 
ADAPTER 



M980 



Figure 20-2 M304./MDS Interconnect 

The jumpers for configuring the MDS Serial Interface are located at the top right corner of the IOC board and 
are accessible by removing the main-chassis top cover. The figure below shows the lines and jumpers as they 
are shipped from Intel. We recommend that the user determine if the jumpers are as shown. The jumper be- 
tween W5B and W5D must be installed at this time. (Refer to Intellec Series II Installation and Service Manual 
A1/A2 for further information.) The added jumper causes the CTS signal used by the M980 to be supplied by 
the RTS line, which is normally held high by the M304 adapter. 



LINE 

p. RS232 DTR 

M RS232 DSR 

^ RS232 CTS 

► RS232 RTS 

M RS232 RXD 

^ RS232 TXD 

RX CLOCK 

TX CLOCK 

CURRENT LOOP TXD 

CURRENT LOOP TDX RET 

CURRENT LOOP RXD 

CURRENT LOOP RXD RET 

CURRENT LOOP DTR 

CURRENT LOOP DTR RET 



-O W4 O- 



A 



<j>W5^ 



-OW6x>^ 



PIN 

20 DATA TERMINAL RDY 
6 DATA SET RDY 

14 TTY RDY 

5 CLEAR TO SEND 
JUMPER TO BE ADDED 
4 REQUEST TO SEND 

3 RECEIVED DATA 

2 TRANSMITTED DATA 

17 RX CLOCK 

15 TX CLOCK 

13 TXD (20MA CURRENT LOOP) 
25 TXD RET (TO 12V) 
12 RXD (20MA CURRENT LOOP) 
24 RXD RET (TO 12V) 

16 TTY PTR CNTL 

21 TTY PTR CNTL RET 



M304 
ADAPTER 

► 



Figure 20-3 Serial CH1 Lines and Jumpers 
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Baud Rate 

As supplied from Intel, the Serial 1 port is set for TTY, 110 baud. However, if a higher rate is desired, there are 
two methods by which the MDS may be modified to achieve a higher baud rate. 

One method consists of inputting, assembling, linking, loading, and executing a baud-rate program at each 
power-on or system reset. This program writes the control words to change the baud rateoftheSeriall UART 
However, the UART is recoded back to 110 baud by the system monitor at each system reset or nnvA/er-on. 
Contact Intel for a listing of the baud-rate change program. 

The second method to achieve a higher baud rate entails changing the monitor program UART constants in 
the Monitor PROM. With this change in effect, the MDS initializes to the new baud rale each time it is reset or 
turned on. To accomplish this, unplug the MDS and remove its front panel by turning both mounting screws 
one-half turn counterclockwise. Remove the IPB board. This is the top board in the rack with the interrupt and 
reset switches mounted on its front edge. Locate IC A57, a 2716 or equivalent. Duplicate this PROM with the 
appropriate changes. (These changes apply to Intellec Series II Boot/Monitor Version 1.2.) 



LOCATION 



DOWNLOAD ONLY 

110 BAUD 

(As Supplied) 



UP/DOWNLOAD 
110 BAUD 



UP/DOWNLOAD 
1200 BAUD 



DOWNLOAD ONLY 
4800 BAUD 



E886 (086) 
E887 (087) 
E88F (08F') 



BA 
02 
CE 



BA 
02 
4E 



10 
00 
4F 



10 
00 
4E 



NOTE: Each time the MDS is initialized, the message "failure boot checksum" is displayed to serve as a 
reminder that the firmware has been changed, thereby affecting the checksum of the monitor program. 

It is suggested that an EPROM duplicate of the Monitor be made (with changes) and the original be kept, so 
that 110 baud will still be available by changing PROMs, whenever required. 

Operating Sequence: 

NOTE: Do not plug M304 adapter into M980 unless power is off. 

1. Implement jumper and baud rate changes as previously described. 

2. Install M304 adapter in M980 parallel interface connector. Plug RC-1 8 cable or equivalent into M304 modem 
connector, the other end to (J2) Serial 1/TTY connector on back of MDS. Turn M980 on. 

3. Set M304 to desired baud rate. Switch M304 On-Line, modem switch on. Download from the MDS or upload 

tr> th*i Mn.CJ anrnrHinn tn tha fnlln\A/inn inctri irtinnc 

To Download to M980 

To download a source program that has been assembled, first convert the source program from executable 
binary to INTEL-HEX format ASCII characters. Intel has provided a utility program called OBJHEX to convert 
from object code to INTEL-HEX. To implement: 

1. Input to MDS: 

OBJHEX :F?:XXXX.OBJ to :F?: YYYY.HEX (CR) 

Where :F?: — D.nve FO, F1 

XXXX.OBJ = Source 

YYYY.HEX = New INTEL HEX file 

This generates a new file in INTEL HEX, ready to download to the M980. 

2. Select 9818-12 Active " 12 AAA" See procedure on page 20-3. 

3. Input to the MDS: Copy :F?:YYYY.HEX to :TO: (CR) 

Data transfers as previously described. Upon completion of the Copy operation, the MDS displays COPIED 
:F?: YYYY.HEX to :T0:. If a checksum error occurs, an "E6" is displayed on the M980. The M980 and MDS must 
then be reset and the operation performed again. 

Note: The MDS also downloads to :TO: (M980) from MDS RAM using the Monitor Write command "W". 
Input to the MDS "WAAAA, BBBB (CR)." 

The "W" command writes to Serial 1 port, in INTEL HEX format, the RAM contents starting at 
AAAA and ending at BBBB. 
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To upload to MDS 

1. Enter to MDS: COPY :T!: to :F1:NNEW.F!L (CR) ^.,^^« . 

2. On the M980, depress key 8 to select 9818, key 1, key 2 to select 9818-12, depress ENTER twice. 

3. Key in a Start and End Address for the field to be uploaded. 

4 Depress ENTER. 

c' r-v^+« tKor,r.fr.rc ae r>rowir.i iciw H Acr. H hpH I ! noH comnletion of the coDV ooeration . the MDS dlsplays! COPIED 

:TI: to F1:NNEW.FIL. 



INTEL MDS 



SERIAL 1/TTY, J2 




iOC JUMPERS 



M304 ADAPTER 



MODEM CONNECTOR 




RC-18 CABLE 



J2 
SERIAL 1/TTY 




INTEL MDS 



(TOP VIEW) 



Figure 20-4 Connecting to MDS 
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MOTOROLA EXORCISER II 

You can transfer data between the M980 and the EXORciser II in two ways. One utilizes EXbug and system 
memory; the other uses MDOS and disk files. Both interface with the IVI980's Motorola format (9818-16). 

To perform the following operations, you will need Motorola's user manuals on EXbug and EXORdisk. For 
a knowledge of the COPY and BINEX operations. 

IMC iviwivji v.; Id uciia~i cvyi-ri u iwiiiiaiowi iicii i lo ii iv^ v-iiui i k.wuvi / »wv^ i \^\j^ u^^uiis^i i,iiv^iiwuv.jwi wiiwuv^ii v^ulci i cvyui u. 

This address is the absolute location at which data will begin to sequentially store in the M980's RAM Buffer. 
Interfacing the M980/9818-16 with the EXORciser II for data transfer to the RAM Buffer requires the M304 
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between the EXORciser II system and the system terminal. 

The additional RS-232 cable requires one end to have a DB25P connector, so that it can plug into the terminal 
connector on the M304 adapter. The other end needs the appropriate connectorforthe system terminal. Refer 
to the M304 schematic and the back of this section for additional information. 
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Set all units to 4800 baud. On the M304 adapter, set ON LINE and MODEM switches ON. 

To down-load with EXbug, use the PNCH command: 

1. Select 9818-16 and key ENTER. The M980 displays "16 AAA," showing that it is in the Motorola-format 
active state. 

2. Enter the PNCH command in the system terminal as follows: 

EXbug 2.1 

*E PNCH 

BEG 0300 (Key in Start Address) 

END 03FF (Key in End Address) 

HDR = (No header required, key return) 

Data in the system memory is down-loaded to the M980's Buffer over the operator-defined field. 

A "1 " appearing on the left side of the M980 display, as each line is written to the Buffer, confirms that data 
is being transferred. If a checksum error occurs, an "E6" is displayed; to continue, RESET the EXORciser 
II and the M980 and restart the operation. 

To up-load with EXbug, use the LOAD command: 

1. On the M304 adapter, turn the ON LINE switch OFF and the MODEM switch ON. 

2. On the system terminal, enter: 

EXbug 2.1 

*E LOAD 

S/C S (S = single record, C = continuous record) 

The EXORciser II is now ready to receive data in the Motorola format. 
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3. On the M304 adapter, turn the ON LINE switch ON. 

4. Select 9818-16, key ENTER twice. 

5. On the M980, key in Start and End addresses of data block you wish to up-load. 

6. On the M980, key ENTER. 

Data is transferred to the EXORciser memory in 16-byte lines in Motorola format. As the EXORciser II echos 
all data, the system terminal displays invalid and garbled information during the data transfer. When the 

ireiri£>ltJI IS C;UIII|JICIC, mc laoi II iiv>i liitAnvi i uiu^iM/v^w iw —. 

During data transfer, the M980 shows a "0" in the left of the display. 

To up-load the M980 Buffer to a disk file, complete the previous six steps under EXbug. Turn ON-LiNEswitcn 
OFF, key in MOOS, and use the ROLLOUT command to create a UFN.LO file. Use the BINEX command to 
create a UFN.LX file. The UFN.LX file is now on disk, and can be down-loaded, if desired, as follows: 

7. *E MDOS 

= Rollout UFN 
Start Address 3000 
End Address 30FF 
Are you sure (Y, N, Q)? 
Y 

8. Use BINEX UFN.LO to create a down-loadable file. See the example on down-loading disk files in the 
EXORdisk section. 

Operation Instructions for Using the EXORdisk ll/lll-Operatlng system to transfer data to the M980 RAM 
Buffer. 

Before down-loading, convert the source data files that are to be written to a PROM to the Motorola record 
format, using the Motorola conversion program BINEX. The conversion is of the form: 

BINEX < NAME 1 > [ , < NAME 2 > 

WHERE NAME 1 = File to be converted 
NAME 2 = Newly created file 

We suggest that you read the section on BINEX in Motorola's advanced MDOS user's guide, before using 
BINEX. (UFN = Unambiguous file name.) 

EXAMPLE : = BINEX UFN. CM, UFN 

results in the creation of UFN.LX, which is ready to be down-loaded to the M980 as follows. The 

command line: 

= COPY UFN.LX, #CN 

down-loads, in Motorola format, the file UFN.LX to the M980 Buffer as well as to the system 

terminal. The down-load operation is as follows: 

1. On the M304, set the ON-LINE switch OFF and the MODEM switch ON. 

2. Prepare the file to be down-loaded, using BINEX. 

3. On the system terminal, key in the command line: 
= COPY UFN.LX, #CN (do not key return). 

4. On the M304, turn ON-LINE switch ON. 

5. Select 9818-16 and key ENTER. The M980 displays "16 AAA," indicating that it is in the Motorola-format 
active state. 

6. Key RETURN on the system terminal. Data in the file UFN.LX now transfers to the M980 RAM Buffer. 

A "1 " appearing on the left side of the M980 display, as each line is written to the Buffer, confirms that data 
is being transferred. If a checksum error occurs, an "E6" is displayed. To continue, RESET the EXORciser II 
and the M980 and restart the operation. 



20-18 



TEKTRONIX 8002A MDL 

Interfacing the M980/981 8-1 4 to the Tektronix 8002AMDL requires no modifications to either unit. Select baud 
rate (up to 4800); make sure both units have same baud rate. 

Operating Sequence 

Note: Do not install M304 adapter with M980 power ON. 

1. Install M304 adapter in the parallel interface connector. Connect the terminal connector to J101 of the 
Tektronix 8002A MDL via a RC-18 cable or equivalent. 

2. Switch power ON, On-Line, modem on. 

3. Select 9818-14 via the hex keyboard, using the procedure on page 20-3. 

To Download to M980. 

The 8002A executes the WHEX command, to dump the file to J101 and thereby to the M980 RAM Buffer. 

Enter to the 8002A: WHEX (Start Address) (End Address) 00 REMO. 

Data in the program memory from theStart Address to the End Address inclusive transfers in TEK-HEX format 
to the M980 RAM Buffer, one line at a time. If a checksum error occurs, an "E6" is displayed. The M980 and 
8002A must then be reset and the operation performed again. When the operation is completed, the 8002A 
prints: *WHEX* EOJ 

To Upload to 8002A 

Execution of the RHEX command by the 8002A before a local list operation will initiate the upload operation. 

1. Enter to the 8002A: RHEX REM!. 

2. Key in Start and End Address using the hex keyboard on the M980. 

3. Depress ENTER. 

The M980 outputs the RAM Buffer data located between the Start and End Addresses to the 8002As system 
memory, line by line in TEK HEX format. When uploading is completed, the 8002A prints: *RHEX* EOJ. 
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Figure 20-5 M980/8002 interconnect 

INTERFACING WITH CP/M-BASED SYSTEMS 

Systems using Digital Research's CP/M DOS interface via any available system RS-232C port. CP/M 
assemblers create hexadecimal files that are compatible with the M980's 9818-10 Intel Hex format. 

To be able to select 981 8-10, the DTR signal (pin 20) on the M304 adapter terminal connector, or the CTS signal 
(pin 5) on the modem connector, must be held high. If the selected system port does not provide this signal, 
refer to page 20-15 for "Special Hook-up for DTE and DCE." 

NOTE: Do not install the M304 with the M980 power ON. 

Operation 

1. Install M304 adapter on the M980, using RC-18 cable or equivalent. 

2. Connect to system via M304 terminal or modem connector, whichever is appropriate. 

3. Turn On-Line switch on. 

4. Key in 9818-10, using procedure on page 20-3. 

5. Press ENTER. Display shows "10 AAA." The M980 is ready to receive in Intel HEX. To download, continue 
with step 6. To upload, go to step 7. 
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6. On system keyboard, key in TYPE UFN.HEX Control P Return. The M980 display shows "1 10 AAA," with 
the "1" flashing as each line of data is downloaded to the Buffer; or use PIP as follows: on system key 
board, key in PIP (Port) = UFN.HEX Return. The M980 responds as above. 

7. To upload, key in the following to the system terminal: PIP UFN.HEX = (port) Return. Depress ENTER on 
M980. It displays the address field of the Buffer. Key in the address field to be uploaded. Depress ENTER. 
The M980 displays "0 10 AAA," indicating it is outputting data to your system. When the upload is com- 
plete, the display shows "10 AAA." 

DTE AND DCE OPERATION 

The combination of the M304 RS-232-C adapter and the M980 Interface software turns the M980 into either 
DTE (Data Terminal Equipment) or DCE (Data Communication Equipment). The terminal connector connects 
like a Data Communications piece of equipment, and the modem connector connects like a Data Terminal 
piece of equipment. When both DTE and DCE are connected, the M980 is transparent. The M980 monitors 
both TD (Transmit Data) and RD (Receive Data) for valid data. These two lines are OR'd together to form the 
M980's receive data line. Therefore, only one piece of equipment may be sending data at any given time for the 
M980 to correctly recognize it as valid data. Likewise, the M980 transmits data on both TD (towards the 
modem) and RD (towards the terminal), so that when the M980 transmits, neither DTE nor DCE can transmit at 
the same time. Some DTE and DCE require DTR (Data Terminal Ready) or CTS (Clear to Send) in order to 
operate. The M980 provides these signals if needed. On the other hand, the M980 must see either DTR or CTS 
to recognize that a DTE or DCE is connected. In the cases where the user's equipment does not or cannot 
provide these signals, a jumper scheme shown below, is used. 

The simplified logic diagram (below) shows the M304 adapter and how the interconnecting signals are used. 
The pins not shown are as follows: pin 7 is chassis-ground; pins 9 through 19, and 1 1 through 25 are connected 
directly across from the terminal to the modem connector; pins 6 and 8 are pulled up to +VCC on the modem 
connector. (See the Schematic and Assembly drawings in SECTION 21 for further details.) 
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Figure 20-6 M304 Signal Paths 
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Special Hook-Up for DTE and DCE 

Some DTE (Data Terminal Equipment) and DCE (Data Communication Equipment) cannot provide the 
signals DTR (Data Terminal Ready) or CTS (Clear to Send), which are needed by the M980to recognize that a 
connection has been made. The foHowings examples show how to connect these to the M304 adapter. 

EXAMPLE 1: This example shows a DCE (modem) that cannot source CTS. CTS must be pulled high (active) 
so that the M304 adapter recognizes it. 

EXAMPLE 2: This example shows a DTE (terminal) that cannot source DTR. DTR must be pulled high (active) 
sn that thp M^Od arianter renoanizes it. 
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Figure 20-7 Hook-Up for DTE and DCE 



JUIVIPER-SELECTED PARITY AND STOP BITS 

in addition to the three panel switches, there are 9 user-accessible jumpers located on the top of the M304 
adapter board. These are provided for special configuring by the user, if needed, but will rarely be changed. To 
change a jumper, unscrew the three mounting screws and remove the cover of the M304; the jumpers that are 
in place are unsoldered and can be removed or clipped with side cutters. To install a new jumper, solder short 
pieces of insulated wire in place. A functional description of each jumper follows. 

M304 character format as shipped from Pro-Log is shown in the figure below. Even parity is generated and 
sent. However, on Receive, parity is not used but must be sent (either odd, even orfixed) to provide the proper 
timing for the stop-bit position. 
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Figure 20-8 Character Format 



Even Parity Enable (EPE) - Selects whether even or odd parity is generated. The M304 is shipped in the even 
parity enable position. To select odd parity, remove jumper between E19, E20, and install between E20, E21. 
Parity is not used by the M980 when receiving. However, it must be sent either ODD, EVEN, or fixed. 

Stop-Bit Select (SBS) - Selects whether there are one or two stop bits sent or required when receiving. The 
M304 is shipped in the one-stop-bit mode. To select two stop bits, remove jumper between E17, E16, and install 
between E17, E18. When transmitting to the M980, the stop bit can be of any length, provided that it is a 
minimum length of one bit in the ones position and two bits in the twos position. 

Parity (P1) - Selects whether parity is generated or not. The M304 is shipped in the parity enable mode. To 
inhibit parity generation, remove jumper between E14, E15, and install between E14, E13. 
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By selecting jumper positions, the following character variations are possible (See Schematic #104875): 

1. One start bit, seven data bits, one stop bit (E16, E17) (E14, E13). 

2. One start bit, seven data bits, two stop bits (E17, E18) (E14, E13). 

3. One start bit, seven data bits, one stop bit, even parity (E20, E19) {E17, E16) {E14, E15). 

4. One start bit, seven data bits, two stop bits, even parity (E17, E18) (E20, E19) {E14, E15). 

5. One start bit, seven data bits, one stop bit, odd parity (E16, E17) (E14, E15) (E20, E21). 

6. One start bit, seven data bits, two stop bits odd parity (E17, E18) (E14, E15) (E21, E20). 
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Figure 20-9 Character Variations Using Jumper 



Please refer to the M304 schematic for the following jumper descriptions: 

(E12-E11) (E10-E9) 

These jumpers affect the Request To Send (RTS) line. The M304 is shipped with this lineforced high by direct 
connection to +5V through a resistor. This line is not used by the M980. However, most modems require this 
line to be high to allow the modem to transmit. If this line is required by protocol or other requirements to be 
directly connected from the modem through to the terminal, remove jumper between E11, E12 and install 
between E10, E9. 

(E1-E2) (E3-E4) 

These jumpers affect the Carrier Detect (CD) line. The M304 is shipped with this line forced high by direct 
connection to +5V through a resistor. This line is not used by the M980. However, some terminals may require 
this line to be high for operation. If this line is required by protocol or other requirements to be directly 
connected from the modem through to the terminal, remove jumper between El , E2 and install between E3, 



(E5-E6) (E7-E8) 

These jumpers affect the Data Set Ready (DSR) line. The M304 is shipped with this line forced high by direct 
connection to +5V through a resistor. This line is not used by the M980. However, some terminals may require 
this line to be high for operation. If this line is required by protocol or other requirements to be directly 
connected from the modem through to the terminal, remove jumper between E5, E6and install between E7, E8. 
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Signal Discipline 

The RS-232-C signals provided by the M304 are 
used by the 3818 as follows: 

TRANSMIT DATA is used by the terminal to send 
address, control and data characters to the M980 
and/or modem. It is also used by the M980 to send 
data to the modem. 

RECEIVE DATA is used by the M980 to send control 
and data characters to the terminal. It is also used by 
the modem to send data to the terminal and M980. 

REQUEST TO SEND is held high by the M304forthe 
modem if required, or can be connected by jumper 
through to the terminal. 

CLEAR TO SEND is used by the M980 to indicate to 
the terminal it is ready to receive characters. This 
line is used to indicate the M980 is in the Receive 
Mode. CTS is also used by the modem. 

DATA TERMINAL READY is used by the M980 to 
determine that the 9818 is installed and ready to 
operate. This line should be held continuously high. 
Operation with the M980 can be aborted by 
dropping this signal low. 

CARRIER DETECT is not used, but is held high by 
the M304 or can be connected by jumper through to 
the terminal. 

DATA SET READY is not used, but is held high by 
the M304 or can be connected by jumper through 
the modem. 
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Figure 20-10 Signal Discipline 



ELECTRICAL SPECIFICATIONS 

The M304 is designed to work with a high input level of from +3V to +25V and a low input of from -3V to -25V. 
The output levels of the M304 are approximately +4V for high level and -4V for low level. The signals used and 
the pin assignments for the terminal and modem connectors may be found in the Signal Discipline Section. 
Signal lines not listed are wired directly from the terminal connector to the modem connector by the M304 
adapter. 

The M304 provides connection for one modem and connection for one terminal, along with the following Baud 
rates: 50, 75, 110, 134.5, 150, 200, 300, 600, 1200, 1800, 2400, 4800, 9600. 



MECHANICAL SPECIFICATIONS 

Height App. 1 inch 
Length 6 inches 
Width 3.1 inches 



ENVIRONMENTAL SPECIFICATIONS 



Temperature: 
Operating: 0' 
Storage: -20° 



C to +50° C 
Cto +60° C 
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PARAMETER 


MiN 


MAX 


UNITS 


NOTE 


VOH 


High leva! output voltage 


-TO 


4.6 


V 


1 


VOL 


Low level output voltage 


-6.6 


-3 


V 


lOS 


Output short circuit current, output connected to ±12V 
(duration 1 second max.) 




80 


mA 




CL 


Output load capacitance 




2500 


PF 


2 


Tr 
Tf 


wUipui rate oi cuange 




30 


V//is 




V!H 


Input high level voltage 


+3 


+25 


V 




V!L 


Input low level voltage 


-3 


-25 


V 


IIH 


Input high level current 


+0.5 


+8.5 


mA 


ML 


Input low level current 


-0.5 


-8.5 


mA 


EL 


Output termination bias 


-2.0 


+2.0 


V 


1— 




BAUD rate (bits/second) 


50 


9600 


baud 






Recommended cable length 




50 
16 


feet 
meters 




VO 


Driver open circuit output voltage 


-12 


+5 


V 




RO 


Driver output resistance, power off 


300 - 




ohms 




RL 


Input load resistance 


3K 


7K 


ohms 





NOTES: 1. Minimum load resistance 3K ohms 

2. Includes cable and terminator capacitance 



Figure 20-11 Terminal/Modem I/O Specifications 
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Figure 20-12 M304 I/O Specification 
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ASCII 7 Bit Parity One Stop Bit 
Serial by Bit/Serial by Character 
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Figure 20-13 Character Format RS-232C 
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Figure 20-14 Typical System Interconnection 



It is to be understood that direct connection to a computer via RS-232-C could be substituted for either the 
terminal or modem as long as the control and data lines were connected appropriately. 
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SECTION 21 
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Figure 21-1 Schematic, M980 Programmer Power and Interconnect 
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Figure 21-2 Assembly, Serles/90 PROM Programmer, 16K Memory (115VAC)— View A 
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Figure 21-3 Assembly, Serles/90 PROM Programmer, 16K Memory (115VAC)— Vievw B 
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Figure 21-4 Assembly, Series/90 PROM Programmer, 16K Memory (220VAC)--View A 
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Figure 21-5 Assembly, Seriies/90 PROM Programmer, 16K Memory (220VAC)~View B 
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Figure 21-6 Schematic, I\/I980 i/O Control Board 
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Figure 21-7 Assembly, M980 Keyboard 




Figure 21-8 -Schematic, Series/90 CPU Board, 2716 PROM 
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Figure 21-9 Assembly, Series/90 CPU Board, 2716 PROIM 




Figure 21-10 Schematic, 9187 RAM Buffer 




(5> 




ASStNO. 


REV. 


P»RTS LIST 


MEMOW 
SIZE 


MOOEL 
NO. 


IC'S 
REMOVED 


ions') 


B 


/os»9e 


EK 


9187-2 


UI3H8,24-K 


lOkUiO 


B 


/04.tfc9 


4H 


9IB7-4 


UI3-|fc, 24-27 


IOl.LL\ 


B 


IMtC£ 


BK 


9187 -8 


n/a 



imiiAi. wnj: ftSE fCR pch M t "-% 



KVHED ftt l PCN 0980 



seiEs: mi:-i 



MiSElEE 



I. REFtRENQ: 0ESleH^•™N5 WE fOR IflCATlNG 

PURTOK ONLY m V>» NOT APfFAR OH NTl»L fWT. 
A DENOTES PIN lEHO OFX'S, 

A IDENTlF-r WITH APPLICABLE MODEL NO. ON 
CIRC. Sli:iE,ASSHOVJN,.WITM ftu66ER STAMP. 

4. aOAHD TO COWFORM WITH ASSENKY Praa'DUIiES A9004. 



A 



A 



FOR IK TC^ BK CONFIGURAIION INSTALL JU»*ER 
IN 8K FtStTION. FOR 911 TO IfcR COHFIGURATIDN 
INSTAa vl'JMPER IN 14.K POSITION. 

VCC JUMflSR mSTAUfD iW NORMAL CPERATION. 
REMOVE FOR CPAOS PAHT REFIACEMENT. 

THE ITEMil DESCR16ED .9N THIS DOCUMENT A«E 
ASSI6HED INNVlOUAl PAST NUMBERS AS NOIEO OH 
TAJ BLOCK. IDENTIfV EACH ASS'Y. WITH APflltiS 
o^^/ifi/'l-l'l ?,»*•"> REWISIOM LETTER USING ' 
RUBBER STAMP ON CIHC.SIDE. 



SCHEMATIC NO.- iiD5996 



47J1. 57=. CF, '/4W 



4.7K,S7..CF, »n"R2 



■.7K 5* .1*1 KETWORK 



3.t~» .45A MRS 



ITEM DESCRIPTION 



REF. DESIGNATION 



PRO- LOG CORPORATION 



ASSEMBLY, 9187 
RAM BUFFER 



D 105997 



Ml 



Figure 21-11 Assembly, 9187 RAM Buffer 
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Figure 21-12 Schematic, Power Supply 
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Figure 21-13 Assembly, Series/90 Power Supply 




Figure 21-14 Schematic, M304 Interface Adapter 
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Figure 21-15 Assembly, M304 Interface Adapter 
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